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Innovation at the core of everything we do
From development to delivery

Langmatz – Expertise for the networks of today and tomorrow. As an expert in technical system solutions, we are one 
of Europe’s leading manufacturers. 

Our core expertise lies in the secure integration of power and data networks in aboveground and underground distri-
bution solutions. Our end customers include telecommunication companies, energy providers, local councils and public 
utilities. We develop innovative components and systems for them in order to support them with intelligent solutions in 
future-orientated sectors, like the expansion of broadband networks, electric charging infrastructure, traffi c infrastruc-
ture and smart city concepts.

In accordance with our corporate philosophy, we carry out all processes at our sites in Germany: from design and devel-
opment supported by the latest 3D printing technology, prototype and mould making to production and installation. 
Langmatz is synonymous with innovative products that meet international standards and deliver premium “Made in 
Germany” quality. 
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We listen to our customers, understand 
their needs, and develop relevant and 
sustainable solutions. 

CUSTOMER SATISFACTION
IS OUR BENCHMARK

Our innovative prowess is refl ected in pat-
ents and awards and permeates all areas of 
our company. 

INNOVATION AT THE CORE 
OF EVERYTHING WE DO

COMMITTED EMPLOYEES 
ARE OUR BEATING HEART

Our employees are the heart and soul of our success. Their expertise, creativity and dedication enable us to 
deliver excellence and fulfi l our vision. Their satisfaction and well-being are a matter very close to our heart 
and contribute signifi cantly to our success. We promote continuous training, provide a transparent and 
inclusive corporate culture, and create a working environment in which ideas can thrive and potential is 
allowed to develop.

SUSTAINABILITY, CUSTOMER 
SATISFACTION AND
EMPLOYEE WELL-BEING

We focus on sustainable corporate 
governance and rely on environmentally 
friendly solutions.

Pioneer for technology and future solutions
Our expertise for the networks of today and tomorrow

In an ever-changing world, we focus on quality, customer 
satisfaction and shaping a world worth living in. Our vision is 
to meet the requirements of the 

energy and mobility transition with intelligent solutions, set 
new standards, and systematically expand our position.
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Customer satisfaction is our ultimate goal
Maximum fl exibility and uncompromising quality

Our customers are at the heart of all our activities. We do not regard customer satisfaction as an end in itself, 
but rather as our duty and obligation. We therefore develop products and solutions that meet expectations, and 
indeed exceed them.

Our promise:

▲  On-schedule delivery: 

a central objective of our work is exceptional delivery reliability. Punctual deliveries are crucial 
for our customers. That is why we continuously optimise our logistics management to create 
reliability and trust, and enable our customers to seamlessly drive forward their projects.

▲  Accessibility: 

we value the close dialogue with our customers and understand the importance of clear com-

munication. Our sales representatives are always available to answer customer enquiries, pro-
vide support, and create customised solutions. We listen carefully to understand our customers' 
individual requirements and incorporate them into our products and services.

▲  Customer-specifi c solutions: 

every project has its own challenges and requirements. We are proud to develop customised 
solutions tailored to our customers' needs and requests. Our experience and versatility ena-
ble us to create innovative products and solutions that support the success of our customers' 
projects.

▲  Product training and support: 

we are convinced that the benefi t of a product depends not only on its quality, but also on its 
correct use. That is why we offer high-quality products, as well as training and support for our 
customers. Training either at our customers' premises or in our own showrooms provides the 
necessary knowledge to make the most of our products.

▲  Continuous improvement: 

we strive for continuous development. Feedback is invaluable to us, as it helps us to continuous-
ly improve our products and processes. We analyse feedback and use it to continually optimise 
our performance.
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Langmatz QualityBox units deliver the ultimate 
in terms of sustainability and performance in 
the construction industry. Their weather 
resistance, structural strength, and environ-
mental friendliness make them an exemplary 
solution for modern construction problems.

WHY LANGMATZ?

Commitment to quality
We continuously set benchmarks

Our company has a pioneering role and strives to be a technology leader by placing the highest emphasis on qual-
ity in all areas of the company. Through continuous innovation and world-class standards, we set ourselves the 
benchmarks of exceeding our customers' expectations and building long-term trust.

European Assessment Document (EAD):

▲ Approval by all national EU test centres for the European Assessment Document (EAD). 

▲ Confi rmation by the European Organisation for Technical Assessment (EOTA)

▲ ETA certifi cations by the EOTA (ETA 18/0734 for PC and ETA 19/0292 for PET)

▲ CE marking and Declaration of Performance provided

Our manholes undergo extensive testing:

▲ Load-bearing strength in different scenarios

▲ Resistance to horizontal forces and heavy braking on the cover

▲ Durability under environmental infl uences, UV exposure, fi re behaviour, and chemicals

▲ Overall assessment of the manhole structure in accordance with DIN EN 124, category D 400

▲ Material tests for mechanical strength, including under thermal infl uence

▲ User and operational safety

Benefi ts of the QualityBox:

▲ High-quality plastics and 3D ribFrame® technology guarantee the structural strength of the
 entire construction up to D 400 and above

▲ Lightweight design and modular construction provide for fast and
 cost-effective installation

▲ Modular basic kits fi t different manhole heights and cable connection locations

▲ A wide range of cast-iron, concrete or paving-compatible covers
 ensure seamless integration into urban landscapes
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The effi cient alternative to concrete
Modern polycarbonate manholes

At the start of the 1990s, Langmatz began designing polycarbonate manholes. This pioneering achievement laid the 
foundation for the company's rise to become the European market leader in polycarbonate manholes. They are used as 
cable draw manholes, telecommunication distribution points, and underground distribution systems worldwide. As secure 
housings for energy and data lines, they are a central component of infrastructure projects, such as the extension of optical 
fi bre and electricity networks, e-charging stations, and 5G. They impress through their low inherent weight, cost-effec-
tiveness, rapid installation, and structural integrity. This makes them an effi cient and versatile alternative to heavy concrete 
manholes, and enables our customers to use them in a wide range of applications.

High-quality polycarbonate (PC) is the plastic mainly used by Langmatz in its production. PC has excellent rigidity, strength, 
heat resistance, and hardness, as well as very high resistance to weathering and radiation.

In addition, Langmatz has developed another promising material in a project funded by the Bavarian Research Foundation. 
As a durable and lightweight material that has proven itself in civil engineering, we have augmented plastic with renewable 
raw materials, and used it to develop a sustainable manhole system based on wood polymer composites (WPC). 

What sets our manholes apart:

• High-quality plastics and 3D ribFrame® technology 
guarantee the durability and load-bearing capacity of the 
entire construction up to D 400 and above

• Thanks to their low intrinsic weight, modular construction 
and ready-to-install delivery, the manholes can be installed 
quickly and inexpensively

• Modular basic kits provide for numerous manhole depths 
and connection positions for cable installations
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We use only high-quality plastics for the production of our manholes. We have integrated prede-
termined breaking points into the frame elements to ensure the fast and cost-effective installa-
tion of the manholes, which can be simply opened for the use of fl exible pipe inlets. Modular 
basic polycarbonate manhole kits enable customers to accommodate numerous manhole heights 
and connection positions. A wide range of cast-iron, concrete or paveable manhole covers en-
sures that they can be seamlessly integrated into the cityscape. 

LANGMATZ QUALITYBOX:
Easy to handle – fl exible to use

Withstands the highest loads –
Langmatz 3D-ribFrame technology

We have given a lot of thought to how polycarbonate manholes need to be designed to permanently withstand the highest 
loads. The QualityBox with its unique 3D-ribFrame® technology has emerged from this intensive development work. This 
technology ensures that the manhole body has excellent stability and perfect structural integrity and is thus as durable as 
the cover – even above D 400. 

The advantages of the QualityBox at a glance:

Low inherent weight 

• Ease of transport and simple handling

• Quick and inexpensive installation of the polycarbonate 
manholes

• No heavy lifting equipment required
for fi tting and installation

Modular design

• One- or multi-section manhole cover

• Hot-dip galvanised steel frame with
elastomer contact surface

• Polycarbonate top frame with internal shuttering walls

• Polycarbonate frame elements
available in a variety of heights and variants

• Non-slip base plate (DIN 51130 | R10)
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▲ Cast-iron cover ▲ Steel cover
Concrete-lined

▲ Paveable
steel cover

▲ Plastic cover

The requirements governing the construction principles, testing, labelling, and quality control of manhole covers are regu-
lated in DIN EN 124. A General Technical Approval (AbZ) is all that is required for approval of a manhole in Germany. 

By contrast, Langmatz polycarbonate manholes are special: the entire manhole system has been tested, not just the cover. 
This confi rms that our manhole system meets all test criteria. That is why our manholes also carry the coveted CE mark.

European approval -
For the complete manhole system

High-quality body

For all load-bearing elements made from polycarbonate

• Modifi ed polycarbonate (PC)

• Excellent temperature resistance

• Suitable for hot asphalt

• Maximum stability

• High chemical resistance

• Excellent UV and weather resistance

• Can be recycled several times

Variable manhole covers

• Cast iron

• Concrete-lined

• Paveable

• Plastic
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Additional features

Pipe inlets | with predetermined breaking point

• Pipe inlet via prefabricated predetermined breaking points

• All predetermined breaking points are closed at the factory

• Predetermined breaking point easily opened on site

• Standard pipe inlets:
DN 50 mm  |  DN 110 mm  |  DN 160 mm

Pipe inlets | with adapter

• Always through predetermined breaking points

• Adapters available for pipes with smaller diameter at the predeter-
mined breaking point Ø 110 mm (Ø 100 mm, Ø 90 mm, Ø 75 mm, Ø 
63 mm, Ø 50 mm,Ø 40 mm adapters) or very large diameter at the 
predetermined breaking point Ø 160 mm (Ø 140 mm, Ø 125 mm, Ø 
110 mm adapters)

Pipe inlets | Overbuild with rectangular opening

• Frames with rectangular openings are used for the later installation 
of manholes on existing cable routes

• Appropriate adapter plates
are used to integrate the conduits

• Unused openings are closed
with closing plates

• Example: Adapter plates for the sand-proof
connection of various pipes:

Closing mechanisms | for manhole covers

Standard head styles

• Hexagonal head

• Hexagonal socket head

• LIC-LOCK

• COLT / TELENET / OTC

Steel frames

are hot-dip galvanised according to

DIN EN ISO 1461



Manhole cover

Elastomer pad

• Compensates for minor unevenness

• Prevents rattling

Height-adjustable manhole

Manholes can be fi tted with a height adjustment kit 

• Optimum adaptation of the top edge of the manhole to the ground 

level through continuous height and gradient adjustment between the 
top frame and the steel frame as per installation instructions

• Height can be adjusted by up to 50 mm   

Manhole with water drain

• All openings in the base plate are used for water drainage

Manhole supplied ready for installation

Based on customer requirements:

1.  Frame and base plate
2.  Frame
3.  Steel frame and cover
4.  Top frame

Quality assurance

• Our quality management system is certifi ed
to DIN EN ISO 9001

ZERTIFIKAT
Die Zertifizierungsstelle

der TÜV SÜD Management Service GmbH
bescheinigt, dass das Unternehmen

Langmatz GmbH
Am Gschwend 10, 82467 Garmisch-Partenkirchen

Deutschland
Finkenstr. 1, 82467 Garmisch-Partenkirchen

Deutschland
für den Geltungsbereich

ENTWICKLUNG, HERSTELLUNG UND VERTRIEB VON 
PRODUKTEN FÜR DIE ENERGIETECHNIK, 

TELEKOMMUNIKATION UND VERKEHRSTECHNIK

Alte Ettaler Str. 10, 82496 Oberau
Deutschland

für den Geltungsbereich

HERSTELLUNG VON 
PRODUKTEN FÜR DIE ENERGIETECHNIK, 

TELEKOMMUNIKATION UND VERKEHRSTECHNIK

ein Qualitätsmanagementsystem
eingeführt hat und anwendet.

Durch ein Audit, Bericht-Nr. 707078178,
wurde der Nachweis erbracht, dass die Forderungen der

ISO 9001:2015
erfüllt sind. Dieses Zertifikat ist gültig vom 17.01.2018 bis 16.01.2021.

Zertifikat-Registrier-Nr.: 12 100 54880 TMS.

Product Compliance Management
München, 23.11.2017
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Selection criteria –
Manhole

1. Dimensions

 Clear dimensions  | Length x width

2. Type of manhole cover, included in the basic kit

 Cast iron

 Concrete-lined 

steel

 Paveable steel

 Plastic

3. Manhole cover test class acc. to DIN EN 124

 15 kN

 B 125

 D 400

 E 600 (on request)

4. Manhole cover closing mechanism 

 Unlocked (only up to B125)

 Closure with hexagonal head style

 Closure with hexagonal socket head style

 Closure with LIC-LOCK head style

 Closure with COLT / TELENET / OTC head style

5. Pipe inlets (predetermined breaking points in the required frames)

 Ø 50 mm

 Ø 110 mm

 Ø 160 mm

 With rectangular openings (overbuild/adapter for D125 and D132)

6. Overall height (results from the selection of frames + basic kit)

 Overall height:     Height of basic kit

+ height of additional frame components

= required overall height

+ other accessories

 Height adjustment kit

 Customer-specifi c company logo in cover

 Other diameters using adapters, e.g. for micro-duct pipes

 …

= Finished product plus individual delivery time



18

The manhole height* varies according to the type of cover, load class, and choice of frame:

Illustration of the
manhole design

* all data in mm

Cast-iron cover Concrete cover Paveable cover
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* Manhole covers in load class D 400 must always be screwed down or locked in accordance with DIN EN 124.
 The sole exception is if the unit weighs over 300 kg/m2.
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TEST CLASS

15 kN  

B 125                    

D 400                  

Modular design                  

Compact design    

COVER

Plastic   

Cast iron               

Concrete-lined cast iron 

Concrete-lined steel                 

Paveable cast iron 

Paveable steel              

Cast-iron manhole cover
swivelling D 400 

Edge protection frame  

Steel frame                   

TOP FRAME

Height   66 mm    

Height 140 mm                  

FRAME

Height   70 mm               

Height 150 mm   

Height 220 mm                 

Height 350 mm  

Key to symbols: Manhole cover closing mechanism

Locking 
mechanism

FOR COVERS WITH TEST CLASS:

15 kN: Locking mechanism required
B 125: Locking mechanism available
D 400: Locking mechanism required*

No
closure

FOR THIS COVER:

Locking mechanism or 
screw connection
not required*

Standard manhole sizes –
QualityBox PC
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Remarks –
Classifi cation by application area as per DIN EN 124

Locking mechanism

1 A 15 - 15 kN test force  Road surfaces only used by pedestrians
  and cyclists, and similar
  surfaces, e.g. green areas (group 1)

2 B 125 - 125 kN test force  Pavements, pedestrian areas and similar surfaces, 
car parks and parking decks

  (group 2)

3 D 400 - 400 kN test force  Road carriageways (including pedestrian streets), 
car parks and similar permanent traffi c

  surfaces, e.g. AOD parking areas (group 4)

4 D 400 manhole covers must always be screwed down or locked in compliance with EN 124



Polycarbonate manholes 
QualityBox PC



Polycarbonate manholes
QualityBox PC

QualityBox PC industrial manhole

DESIGNATION CLEAR DIMENSIONS EXTERNAL DIMENSIONS PAGE

EK437 QualityBox PC 140  x   330 mm 220 x 410 mm 23

EK337 QualityBox PC 240 x 240 mm 315 x 315 mm 24

EK268 QualityBox PC with
edge protection frame

250 x 250 mm 400 x 400 mm 25  -27

EK268 QualityBox PC 250 x 250 mm 400 x 400 mm 28 - 30

EK278 QualityBox PC 250 x 550 mm 400 x 695 mm 31 - 33

EK358 QualityBox PC 400 x 400 mm 540 x 540 mm 34 - 36 

EK368 QualityBox PC 400 x 650 mm 550 x 790 mm 37 - 39

EK378 QualityBox PC 400 x 800 mm 560 x 940 mm 40 - 42

EK478 QualityBox PC 400 x 1165 mm 590 x 1360 mm 43 - 45

EK628 QualityBox PC 400 x 1600 mm 550 x 1730 mm 46 - 48

EK288 QualityBox PC 550 x 550 mm 695 x 695 mm 49 - 51

EK338 QualityBox PC 550 x 1165 mm 745 x 1360 mm 52 - 54

EK648 QualityBox PC 550 x 1400 mm 720 x 1540 mm 55 - 57

EK388 QualityBox PC 650 x 650 mm 800 x 800 mm 58 - 60

EK328 QualityBox PC 800 x 800 mm 960 x 960 mm 61 - 63

EK508 QualityBox PC 800 x 1165 mm 990 x 1360 mm 64 - 66

EK428 QualityBox PC 800 x 1400 mm 960 x 1560 mm 67 - 69

EK708 QualityBox PC 800 x 1600 mm 960 x 1760 mm 70 - 72

EK728 QualityBox PC 800 x 1825 mm 960 x 1985 mm 73 - 75

EK738 QualityBox PC 800 x 2000 mm 960 x 2160 mm 76 - 78

EK748 QualityBox PC 800 x 2200 mm 960 x 2360 mm 79 - 81

DESIGNATION CLEAR DIMENSIONS EXTERNAL DIMENSIONS PAGE

EK618 QualityBox PC 
industrial manhole

1600 x 1600 mm 1805 x 1805 mm 82 - 84

EK518 QualityBox PC 
industrial manhole

1165 x 1165 mm 1805 x 1805 mm 85 - 87

EK376 QualityBox PC 
industrial manhole

1165 x 2000 mm 1360 x 2160 mm 88 - 90

EK426 QualityBox PC 
industrial manhole

1805 x 1985 mm 1805 x 1985 mm 91 - 93

EK888 QualityBox PC 
industrial manhole

1600 x 2200 mm 1805 x 2360 mm 94 - 96
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QualityBox PC EK437 Clear dimensions: 140 x 330 mm
External dimensions: 220 x 410 mm

Manhole with plastic cover: Clear height: 330 mm

Test classes according to DIN EN 124 B 125 2

Weight of cover  1.5 kg

Weight of manhole  5.7 kg

Total weight of manhole  7.2 kg 

QualityBox PC EK437
Order numbers

Manhole with plastic cover including edge protection: Clear height: 330 mm

Test classes according to DIN EN 124 B 125 2

Weight of cover  1.5 kg

Weight of manhole  5.7 kg

Weight of edge protection  1.4 kg

Total weight of manhole  8.6 kg 

Manhole with plastic cover, excluding edge protection Order number

Locking mechanism with internal & external hex 06 437 1000E

Telenet locking mechanism  06 437 1001E

LIC-LOCK locking mechanism 06 437 1002E

Manhole with plastic cover,including edge protection

Locking mechanism with internal & external hex 06 437 1003E

Telenet locking mechanism  06 437 1004E

LIC-LOCK locking mechanism 06 437 1005E

Accessories

Base plate 06 437 0003E

Manhole with plastic cover, excluding edge protection, with base plate

Locking mechanism with internal & external hex 06 437 1010E

Telenet locking mechanism  06 437 1011E

LIC-LOCK locking mechanism 06 437 1012E

Manhole with plastic cover, including edge protection, with base plate

Locking mechanism with internal & external hex 06 437 1013E

Telenet locking mechanism  06 437 1014E

LIC-LOCK locking mechanism 06 437 1015E

Predetermined breaking points front side 1 x Ø 110 mm / 2 x Ø 14 mm / 2 x Ø 10 mm

Predetermined breaking points long side  6 x Ø 50 mm / 2 x Ø 14 mm / 2 x Ø 10 mm

Locking mechanism 90° locking mechanism by means of internal & external 
hex, Telenet or LIC-LOCK
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QualityBox PC EK337 Clear dimensions: 240 x 240 mm
External dimensions: 315 x 315 mm

Small manhole with cast-iron cover: Clear height: 254 mm

Test classes according to DIN EN 124 B 125 2

Cover  12.0 kg

Hot-dip galvanised steel frame  6.0 kg

Total weight of small manhole  18.0 kg 

Overall height of small manhole 300 mm

QualityBox PC EK337
Order numbers

Small manhole with cast-iron or plastic cover, screwed down Order number

Small manhole 15 kN 06 337 0101

Small manhole B 125 06 337 0201

Small manhole B 125, surface water-tight, with circumferential silicone seal 06 337 0200

Small manhole with plastic cover: Clear height: 254 mm

Test classes according to DIN EN 124 15 kN

Cover  2.0 kg

Hot-dip galvanised steel frame  6.0 kg

Total weight of small manhole  8.0 kg 

Overall height of small manhole 300 mm 
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QualityBox PC EK268
with edge protection frame
Basic kits

Clear dimensions: 250 x 250 mm
External dimensions: 400 x 400 mm

Basic kit with cast-iron cover: Clear height: 125 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover 12.0 kg 12.0 kg

Edge protection frame  1.0 kg  1.0 kg

Upper frame  4.5 kg  4.5 kg

Base plate  0.5 kg  0.5 kg

Total weight of basic kit 18.0 kg 18.0 kg 

Overall height of basic kit  160 mm  160 mm

Basic kit with plastic cover: Clear height: 125 mm

Test classes according to DIN EN 124 15 kN

Cover  2.0 kg

Edge protection frame  1.0 kg

Upper frame  4.5 kg

Base plate  0.5 kg

Total weight of basic kit  8.0 kg 

Overall height of basic kit 160 mm 
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220 mm 70 mm 350 mm

Frame 220 mm Frame 70 mm Frame 350 mm
Art. no.: 06 268 0066E Art. no.: 06 268 0058E Art. no.: 06 268 0059E

1 x Ø110 4 x Ø 30 / 2 x Ø 110 / 1 x Ø 160
1 x Ø110 4 x Ø 30 / 2 x Ø 110 / 1 x Ø 160

Weight: 6 kg Weight: 2.5 kg Weight: 10 kg

Frame 350 mm overbuild
Art. no.: 06 268 0089E

4 x Ø 30 / 2 x Ø 110 / 1 x Ø 160
1 x rectangular
Weight: 8.5 kg

QualityBox PC EK268
with edge protection frame
Frame

Clear dimensions: 250 x 250 mm
External dimensions: 400 x 400 mm

26



QualityBox PC EK268
with edge protection frame
Order numbers

Clear dimensions: 250 x 250 mm
External dimensions: 400 x 400 mm

For all basic kits Order number

Upper frame with edge protection frame, height 157 mm 06 268 0056E

Base plate, height 5 mm 06 268 0054E

Manhole with cast-iron or plastic cover, screwed down 4 Order number

Basic kit 15 kN, with hex screw connection 06 268 0210E

Basic kit B 125, with hex screw connection 06 268 0310E

Basic kit D 400, with hex screw connection 06 268 0410E

Accessories for cast-iron or plastic covers, screwed down

Plastic cover 15 kN, 1-piece, including hex screw connection 06 268 0053E

Cast-iron cover B 125 1-piece, including hex screw connection 06 268 0064E

Cast-iron cover D 400 1-piece, including hex screw connection 06 268 0065E

Edge protection frame 06 268 0055E
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QualityBox PC EK268
Basic kits

Clear dimensions: 250 x 250 mm
External dimensions: 400 x 400 mm

Basic kit with cast-iron cover: Clear height: 200 mm
with special height: 126 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover 15.0 kg 15.0 kg

Hot-dip galvanised steel frame 9.0 kg 9.0 kg

Top frame (standard height)  4.5 kg  4.5 kg

Base plate  0.5 kg  0.5 kg

Total weight of basic kit 29.0 kg 29.0 kg 

Overall height of basic kit  240 mm  240 mm

Basic kit with concrete-lined cast-iron cover: Clear height: 145 mm

Test classes according to DIN EN 124 D 400 3

Cover 35.0 kg

Hot-dip galvanised steel frame 12.5 kg

Top frame (standard height)  4.5 kg

Base plate  0.5 kg

Total weight of basic kit 52.5 kg 

Overall height of basic kit  295 mm

Basic kit with paveable cast-iron cover: 
(paveable height 45 mm)

Clear height: 145 mm

Test classes according to DIN EN 124 D 400 3

Cover (non-paveable) 28.0 kg

Hot-dip galvanised steel frame 12.5 kg

Top frame (standard height)  4.5 kg

Base plate  0.5 kg

Total weight of basic kit 45.5 kg

Overall height of basic kit  295 mm
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QualityBox PC EK268
Frame

Clear dimensions: 250 x 250 mm
External dimensions: 400 x 400 mm

220 mm 70 mm 350 mm

Frame 220 mm Frame 70 mm Frame 350 mm
Art. no.: 06 268 0066E Art. no.: 06 268 0058E Art. no.: 06 268 0059E

1 x Ø110 4 x Ø 30 / 2 x Ø 110 / 1 x Ø 160
1 x Ø110 4 x Ø 30 / 2 x Ø 110 / 1 x Ø 160

Weight: 6 kg Weight: 2.5 kg Weight: 10 kg

Frame 350 mm overbuild
Art. no.: 06 268 0089E

4 x Ø 30 / 2 x Ø 110 / 1 x Ø 160
1 x rectangular
Weight: 8.5 kg
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QualityBox PC EK268
Order numbers

Clear dimensions: 250 x 250 mm
External dimensions: 400 x 400 mm

For all basic kits Order number

Top frame, height 66 mm 06 268 0092E

Top frame, height 140 mm 06 268 0082E

Base plate, height 5 mm 06 268 0054E

Manhole with cast-iron cover, screwed down 4 Order number

Basic kit B 125, not screwed, screw connection retrofi ttable 06 268 6001

Basic kit D 400, hex screw connection 06 268 6153

Basic kit D 400, hex socket screw connection 06 268 6071

Basic kit D 400, LIC-LOCK screw connection 06 268 1008

Basic kit D 400, COLT/TELENET screw connection 06 268 1009

Accessories for cast-iron cover, screwed down

4 x hex screw connections 50 000 2200

4 x hexagon socket screw connections 50 000 2300

4 x LIC-LOCK screw connections 50 000 2400

4 x COLT/TELENET screw connections 50 000 2450

Sealing plug for screw connection, black 70 043 0300

Cast-iron cover B 125, 1-piece 70 035 2801E

Cast-iron cover D 400, 1-piece4 70 035 2800E

Steel frame 70 035 3600E

Manhole with cast- iron cover, screwed down 4 | Special height 165 mm Order number

Basic kit B 125, not screwed, screw connection retrofi ttable 06 268 6170

Basic kit D 400, hex screw connection 06 268 6171

Basic kit D 400, hex socket screw connection 06 268 6216

Basic kit D 400, LIC-LOCK screw connection 06 268 6160

Basic kit D 400, COLT/TELENET screw connection 06 268 6129

Accessories for cast-iron cover, screwed down

4 x hex screw connections 50 000 2200

4 x hexagon socket screw connections 50 000 2300

4 x LIC-LOCK screw connections 50 000 2400

4 x COLT/TELENET screw connections 50 000 2450

Sealing plug for screw connection, black 70 043 0300

Cast-iron cover B 125, 1-piece 70 035 2801E

Cast-iron cover D 400, 1-piece4 70 035 2800E

Steel frame 70 035 3600E

Manhole with concrete-lined cast-iron cover, not screwed down Order number

Basic kit D 400 06 268 6260

Accessories for concrete-lined cast-iron cover, not screwed down

Concrete-lined cast-iron cover, D 400, 1-piece4 70 037 6300E

Steel frame 70 035 3610E

Manhole with paveable cast-iron cover, not screwed down Order number

Basic kit D 400 06 268 6261

Accessories for paveable cast-iron cover, not screwed down

Paveable cast-iron cover, D 400, 1-piece4 70 036 5600E

Steel frame 70 035 3610E
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Basic kit with paveable steel cover: 
(paveable height 45 mm)

Clear height: 210 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover (non-paveable) 51.0 kg 51.0 kg

Hot-dip galvanised steel frame 25.0 kg 25.0 kg

Top frame (standard height) 7.0 kg 7.0 kg

Base plate 1.0 kg 1.0 kg

Total weight of basic kit 84.0 kg 84.0 kg

Overall height of basic kit 340 mm 340 mm

Basic kit with concrete-lined steel cover: Clear height: 210 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover 45.0 kg 45.0 kg

Hot-dip galvanised steel frame 20.0 kg 20.0 kg

Top frame (standard height) 7.0 kg 7.0 kg

Base plate 1.0 kg 1.0 kg

Total weight of basic kit 73.0 kg 73.0 kg

Overall height of basic kit 295 mm 295 mm

Basic kit with cast-iron cover: Clear height: 161 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover 32.0 kg 32.0 kg

Hot-dip galvanised steel frame 13.0 kg 13.0 kg

Top frame (standard height) 7.0 kg 7.0 kg

Base plate 1.0 kg 1.0 kg

Total weight of basic kit 53.0 kg 53.0 kg

Overall height of basic kit 240 mm 240 mm

QualityBox PC EK278
Basic kits

Clear dimensions: 250 x 550 mm
External dimensions: 400 x 695 mm
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220 mm 70 mm 350 mm / Vario Module

Frame 220 mm Frame 70 mm Frame 350 mm
Art. no.: 06 278 0053E Art. no.: 06 278 0058E Art. no.: 06 278 0059E

4 x Ø 30 / 1x Ø 110 / 1 x Ø 160
6 x Ø 30 / 3 x Ø 110 / 2 x Ø 160

Weight: 9.0 kg Weight: 4.0 kg Weight: 16.0 kg

Frame 350 mm
Art. no.: 06 278 0089E

1 x rectangular
6 x Ø 30 / 3 x Ø 110 / 2 x Ø 160

Weight: 15.0 kg

Vario Module
Art. no.: 06 278 0351E

CD550 2 x 160 mm

QualityBox PC EK278
Frame / Vario Module

Clear dimensions: 250 x 550 mm
External dimensions: 400 x 695 mm

32



QualityBox PC EK278
Order numbers

Clear dimensions: 250 x 550 mm
External dimensions: 400 x 695 mm

For all basic kits Order number

Top frame, height 66 mm 06 278 0091E

Top frame, height 140 mm 06 278 0082E

Base plate 06 278 0054E

Manhole with cast-iron cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 278 2337

Basic kit D 400, hex locking mechanism 06 278 2343

Basic kit D 400, hexagon socket locking mechanism 06 278 2344

Basic kit D 400, LIC-LOCK locking mechanism 06 278 2345

Basic kit D 400, COLT/TELENET locking mechanism 06 278 2346

Accessories for cast-iron cover, lockable 

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover B 125, 1-piece 70 035 3081E

Cast-iron cover D 400, 1-piece4 70 035 3080E

Steel frame 70 035 4080E

Manhole with concrete-lined steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 278 2150

Basic kit D 400, hex locking mechanism 06 278 2151

Basic kit D 400, hexagon socket locking mechanism 06 278 2152

Basic kit D 400, LIC-LOCK locking mechanism 06 278 2153

Basic kit D 400, COLT/TELENET locking mechanism 06 278 2154

Accessories for concrete-lined steel cover, lockable

2 x hex locking mechanisms 50 000 6100

2 x hexagon socket locking mechanisms 50 000 7100

2 x LIC-LOCK locking mechanisms 50 000 8100

2 x COLT/TELENET locking mechanisms 50 000 9100

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 1-piece 70 040 5785E

Concrete-lined steel cover, D 400, 1-piece4 70 040 5780E

Steel frame 70 039 6280E

Manhole with paveable steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 278 2066

Basic kit D 400, without lock, locks retrofi ttable 06 278 2261

Accessories for paveable steel cover, lockable

2 x hex locking mechanisms 50 000 6150

2 x hexagon socket locking mechanisms 50 000 6160

2 x LIC-LOCK locking mechanisms 50 000 6170

2 x COLT/TELENET locking mechanisms 50 000 6180

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 1-piece4 70 088 1600E

Steel frame 70 088 1620E
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QualityBox PC EK358
Basic kits

Clear dimensions: 400 x 400 mm
External dimensions: 540 x 540 mm

Basic kit with cast-iron cover: Clear height: 140 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  29.0 kg  29.0 kg

Hot-dip galvanised steel frame  13.0 kg  13.0 kg

Top frame (standard height)  7.5 kg  7.5 kg

Base plate  1.5 kg  1.5 kg

Total weight of basic kit  51.0 kg  51.0 kg 

Overall height of basic kit 240 mm 240 mm

Basic kit with concrete-lined steel cover: Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  49.0 kg  49.0 kg

Hot-dip galvanised steel frame  20.0 kg  20.0 kg

Top frame (standard height)  7.5 kg  7.5 kg

Base plate  1.5 kg  1.5 kg 

Total weight of basic kit  78.0 kg  78.0 kg 

Overall height of basic kit 295 mm 295 mm

Basic kit with paveable steel cover: 
(paveable height 45 mm)

Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover (non-paveable)  55.0 kg  55.0 kg

Hot-dip galvanised steel frame  24.0 kg  24.0 kg

Top frame (standard height)  7.5 kg  7.5 kg

Base plate  1.5 kg  1.5 kg

Total weight of basic kit  88.0 kg  88.0 kg

Overall height of basic kit 340 mm 340 mm

34



QualityBox PC EK358
Frame

Clear dimensions: 400 x 400 mm
External dimensions: 540 x 540 mm

220 mm 70 mm

Frame 220 mm Frame 70 mm
Art. no.: 06 358 0052E Art. no.: 06 358 0058E

3 x Ø 110 3 x Ø 50
3 x Ø 110 3 x Ø 50

Weight: 8.5 kg Weight: 4.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 358 0073E Art. no.: 06 358 0358E

3 x Ø 110 2 x overbuild / 1 x Ø 50
1 x rectangular 3 x Ø 50

Weight: 7.5 kg Weight: 3.5 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 358 0072E Art. no.: 06 358 0359E

1 x rectangular 2 x overbuild / 1 x Ø 50
1 x rectangular 2 x overbuild / 1 x Ø 50
Weight: 6.0 kg Weight: 3.5 kg
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QualityBox PC EK358
Order numbers

Clear dimensions: 400 x 400 mm
External dimensions: 540 x 540 mm

Manhole with cast-iron cover, lockable4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 358 1151

Basic kit D 400, hex locking mechanism 06 358 1150

Basic kit D 400, hexagon socket locking mechanism 06 358 1249

Basic kit D 400, LIC-LOCK locking mechanism 06 358 1164

Basic kit D 400, COLT/TELENET locking mechanism 06 358 1250

Accessories for cast-iron cover, lockable

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover B 125, 1-piece 70 033 9382E

Cast-iron cover D 400, 1-piece4 70 033 9483E

Steel frame 70 034 5280E

Manhole with concrete-lined steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 358 1105

Basic kit D 400, hex locking mechanism 06 358 1106

Basic kit D 400, hexagon socket locking mechanism 06 358 1107

Basic kit D 400, LIC-LOCK locking mechanism 06 358 1108

Basic kit D 400, COLT/TELENET locking mechanism 06 358 1109

Accessories for concrete-lined steel cover, lockable

2 x hex locking mechanisms 50 000 6100

2 x hexagon socket locking mechanisms 50 000 7100

2 x LIC-LOCK locking mechanisms 50 000 8100

2 x COLT/TELENET locking mechanisms 50 000 9100

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 1-piece 70 040 6385E

Concrete-lined steel cover, D 400, 1-piece4 70 040 6380E

Steel frame 70 039 6680E

Manhole with paveable steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 358 1034

Basic kit D 400, without lock, locks retrofi ttable 06 358 1251

Accessories for paveable steel cover, lockable

2 x hex locking mechanisms 50 000 6150

2 x hexagon socket locking mechanisms 50 000 6160

2 x LIC-LOCK locking mechanisms 50 000 6170

2 x COLT/TELENET locking mechanisms 50 000 6180

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 1-piece4 70 088 1700E

Steel frame 70 088 1720E

For all basic kits Order number

Top frame, height 140 mm 06 358 0082E

Base plate, height 5 mm 06 358 0054E
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Basic kit with paveable steel cover: 
(paveable height 45 mm)

Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover (non-paveable)  80.0 kg  80.0 kg

Hot-dip galvanised steel frame  30.5 kg  30.5 kg

Top frame (standard height)  11.0 kg  11.0 kg

Base plate  2.0 kg  2.0 kg

Total weight of basic kit 123.5 kg 123.5 kg

Overall height of basic kit 340 mm 340 mm

Basic kit with concrete-lined steel cover: Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  74.5 kg  74.5 kg

Hot-dip galvanised steel frame  25.0 kg  25.0 kg

Top frame (standard height)  11.0 kg  11.0 kg

Base plate  2.0 kg  2.0 kg

Total weight of basic kit 112.5 kg 112.5 kg

Overall height of basic kit 295 mm 295 mm

Basic kit with cast-iron cover: Clear height: 139 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  30.0 kg  41.0 kg

Hot-dip galvanised steel frame  16.5 kg  16.5 kg

Top frame (standard height)  11.0 kg  11.0 kg

Base plate  2.0 kg  2.0 kg

Total weight of basic kit  59.5 kg  70.5 kg 

Overall height of basic kit 240 mm 240 mm

QualityBox PC EK368
Basic kits

Clear dimensions: 400 x 650 mm
External dimensions: 550 x 790 mm
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220 mm 70 mm

Frame 220 mm Frame 70 mm
Art. no.: 06 368 0052E Art. no.: 06 368 0058E

3 x Ø 110 3 x Ø 50
4 x Ø 110 6 x Ø 50

Weight: 12.0 kg Weight: 5.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 368 0073E Art. no.: 06 368 0358E

1 x rectangular 2 x overbuild / 1 x Ø 50
4 x Ø 110 6 x Ø 50

Weight: 11.0 kg Weight: 5.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 368 0074E Art. no.: 06 368 0360E

3 x Ø 110 3 x Ø50
2 x rectangular 4 x overbuild / 2 x Ø 50
Weight: 11.0 kg Weight: 5.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 368 0072E Art. no.: 06 368 0359E

1 x rectangular 2 x overbuild / 1 x Ø 50
2 x rectangular 4 x overbuild / 2 x Ø 50
Weight: 10.0 kg Weight: 4.5 kg

QualityBox PC EK368
Frame

Clear dimensions: 400 x 650 mm
External dimensions: 550 x 790 mm
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QualityBox PC EK368
Order numbers

Clear dimensions: 400 x 650 mm
External dimensions: 550 x 790 mm

Manhole with paveable steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 368 1062

Basic kit D 400, without lock, locks retrofi ttable 06 368 1531

Accessories for paveable steel cover, lockable

2 x hex locking mechanisms 50 000 6150

2 x hexagon socket locking mechanisms 50 000 6160

2 x LIC-LOCK locking mechanisms 50 000 6170

2 x COLT/TELENET locking mechanisms 50 000 6180

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 1-piece4 70 088 1800E

Steel frame 70 088 1820E

Manhole with concrete-lined steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 368 1213

Basic kit D 400, hex locking mechanism 06 368 1214

Basic kit D 400, hexagon socket locking mechanism 06 368 1215

Basic kit D 400, LIC-LOCK locking mechanism 06 368 1216

Basic kit D 400, COLT/TELENET locking mechanism 06 368 1217

Accessories for concrete-lined steel cover, lockable

2 x hex locking mechanisms 50 000 6100

2 x hexagon socket locking mechanisms 50 000 7100

2 x LIC-LOCK locking mechanisms 50 000 8100

2 x COLT/TELENET locking mechanisms 50 000 9100

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 1-piece 70 046 3050E

Concrete-lined steel cover, D 400, 1-piece4 70 046 3000E

Steel frame 70 039 6880E

Manhole with cast-iron cover, lockable4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 368 1349

Basic kit D 400, hex locking mechanism 06 368 1336

Basic kit D 400, hexagon socket locking mechanism 06 368 1528

Basic kit D 400, LIC-LOCK locking mechanism 06 368 1529

Basic kit D 400, COLT/TELENET locking mechanism 06 368 1530

Accessories for cast-iron cover, lockable

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover B 125, 1-piece 70 034 0282E

Cast-iron cover D 400, 1-piece4 70 034 0181E

Steel frame 70 034 5380E

For all basic kits Order number

Top frame, height 140 mm 06 368 0082E

Base plate, height 5 mm 06 368 0054E

39



Basic kit with paveable steel cover: 
(paveable height 45 mm)

Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover (non-paveable)  99.0 kg 99.0 kg

Hot-dip galvanised steel frame  34.5 kg  34.5 kg

Top frame (standard height)  15.0 kg  15.0 kg

Base plate  2.5 kg  2.5 kg

Total weight of basic kit 151.0 kg 151.0 kg

Overall height of basic kit 340 mm 340 mm

Basic kit with concrete-lined steel cover: Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  92.0 kg  92.0 kg

Hot-dip galvanised steel frame  28.0 kg  28.0 kg

Top frame (standard height)  15.0 kg  15.0 kg

Base plate  2.5 kg  2.5 kg

Total weight of basic kit 137.5 kg 137.5 kg 

Overall height of basic kit 295 mm 295 mm

Basic kit with cast-iron cover: Clear height: 139 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  31.5 kg  45.0 kg

Hot-dip galvanised steel frame  18.5 kg  18.5 kg

Top frame (standard height)  15.0 kg  15.0 kg

Base plate  2.5 kg  2.5 kg

Total weight of basic kit  67.5 kg  81.0 kg 

Overall height of basic kit 240 mm 240 mm

QualityBox PC EK378
Basic kits

Clear dimensions: 400 x 800 mm
External dimensions: 560 x 940 mm
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QualityBox PC EK378
Frame / Vario Module

Clear dimensions: 400 x 800 mm
External dimensions: 560 x 940 mm

220 mm 70 mm Vario Module

Frame 220 mm Frame 70 mm Vario Module
Art. no.: 06 378 0052E Art. no.: 06 378 0058E Art. no.: 06 328 0350E

3 x Ø 110 3 x Ø 50 CD800 3 x 160 mm
5 x Ø 110 6 x Ø 50

Weight: 14.5 kg Weight: 6.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 378 0077E Art. no.: 06 378 0358E

1 x rectangular 2 x overbuild / 1 x Ø 50
5 x Ø 110 6 x Ø 50

Weight: 13.5 kg Weight: 6.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 378 0061E Art. no.: 06 378 0360E

3 x Ø 110 3 x Ø 50
2 x rectangular / 1 x Ø 110 4 x overbuild / 2 x Ø 50

Weight: 14.5 kg Weight: 6.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 378 0053E Art. no.: 06 378 0359E

1 x rectangular 2 x overbuild / 1 x Ø 50
2 x rectangular / 1 x Ø 110 4 x overbuild / 2 x Ø 50

Weight: 13.0 kg Weight: 6.0 kg

41



Manhole with paveable steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 378 1038

Basic kit D 400, without lock, locks retrofi ttable 06 378 1344

Accessories for paveable steel cover, lockable

2 x hex locking mechanisms 50 000 6150

2 x hexagon socket locking mechanisms 50 000 6160

2 x LIC-LOCK locking mechanisms 50 000 6170

2 x COLT/TELENET locking mechanisms 50 000 6180

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 1-piece4 70 088 1900E

Steel frame 70 088 1920E

Manhole with concrete-lined steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 378 1153

Basic kit D 400, hex locking mechanism 06 378 1154

Basic kit D 400, hexagon socket locking mechanism 06 378 1155

Basic kit D 400, LIC-LOCK locking mechanism 06 378 1156

Basic kit D 400, COLT/TELENET locking mechanism 06 378 1157

Accessories for concrete-lined steel cover, lockable

2 x hex locking mechanisms 50 000 6100

2 x hexagon socket locking mechanisms 50 000 7100

2 x LIC-LOCK locking mechanisms 50 000 8100

2 x COLT/TELENET locking mechanisms 50 000 9100

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 1-piece 70 045 2255E

Concrete-lined steel cover, D 400, 1-piece4 70 045 2200E

Steel frame 70 045 2100E

Manhole with cast-iron cover, lockable4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 378 1194

Basic kit D 400, hex locking mechanism 06 378 1219

Basic kit D 400, hexagon socket locking mechanism 06 378 1334

Basic kit D 400, LIC-LOCK locking mechanism 06 378 1335

Basic kit D 400, COLT/TELENET locking mechanism 06 378 1336

Accessories for cast-iron cover, lockable

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover B 125, 1-piece 70 035 0581E

Cast-iron cover D 400, 1-piece4 70 078 7100

Steel frame 70 034 5480E

QualityBox PC EK378
Order numbers

Clear dimensions: 400 x 800 mm
External dimensions: 560 x 940 mm

For all basic kits Order number

Top frame, height 140 mm 06 378 0082E

Base plate, height 5 mm 06 378 0054E
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Basic kit with paveable steel cover: 
(paveable height 45 mm)

Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover (non-paveable) 140.0 kg 140.0 kg

Cover (non-paveable) 70.0 kg 70.0 kg

Hot-dip galvanised steel frame  43.5 kg  43.5 kg

Top frame (standard height)  16.0 kg  16.0 kg

Base plate  4.0 kg  4.0 kg

Total weight of basic kit 203.5 kg  203.5 kg

Overall height of basic kit  340 mm  340 mm

Basic kit with concrete-lined steel cover: Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover 129.0 kg 129.0 kg

Cover 64.5 kg 64.5 kg

Hot-dip galvanised steel frame  36.0 kg  36.0 kg

Top frame (standard height)  16.0 kg  16.0 kg

Base plate  4.0 kg  4.0 kg

Total weight of basic kit 185.0 kg 185.0 kg

Overall height of basic kit  295 mm  295 mm

Basic kit with cast-iron cover: Clear height: 139 mm

Test classes according to DIN EN 124 D 400 3

Complete cover  70.0 kg

Cover 35.0 kg

Hot-dip galvanised steel frame  23.5 kg

Top frame (standard height)  16.0 kg

Base plate  4.0 kg

Total weight of basic kit 113.5 kg 

Overall height of basic kit  240 mm

QualityBox PC EK478
Basic kits

Clear dimensions: 400 x 1165 mm
External dimensions: 590 x 1300 mm
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QualityBox PC EK478
Frame / Vario Module

Clear dimensions: 400 x 1165 mm
External dimensions: 590 x 1300 mm

220 mm 70 mm Vario Module

Frame 220 mm Frame 70 mm Vario Module
Art. no.: 06 478 0052E Art. no.: 06 478 0058E Art. no.: 06 338 0350E

3 x Ø 110 3 x Ø 50 CD1165 4 x 160 mm
6 x Ø 110 / 2 x Ø 160 6 x Ø 50

Weight: 15.5 kg Weight: 8.5 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 478 0073E Art. no.: 06 478 0358E

1 x rectangular 2 x overbuild / 1 x Ø 50
6 x Ø 110 / 2 x Ø 160 6 x Ø 50
Weight: 14.5 kg Weight: 8.5 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 478 0061E Art. no.: 06 478 0360E

3 x Ø 110 3 x Ø 50
3 x 110 / 2x rectangular 4 x overbuild / 2 x Ø 50

Weight: 17.5 kg Weight: 8.5 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 478 0056E Art. no.: 06 478 0359E
3 x 110 / 2x rectangular 2 x overbuild / 1 x Ø 50

1 x rectangular 4 x overbuild / 2 x Ø 50
Weight: 16.0 kg Weight: 8.5 kg
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Manhole with paveable steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 478 1034

Basic kit D 400, without lock, locks retrofi ttable 06 478 1216

Accessories for paveable steel cover, lockable

4 x hex locking mechanisms 50 000 6300

4 x hexagon socket locking mechanisms 50 000 7300

4 x LIC-LOCK locking mechanisms 50 000 8300

4 x COLT/TELENET locking mechanisms 50 000 9300

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 2-piece4 70 088 2000E

Steel frame 70 088 2020E

Manhole with concrete-lined steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 478 1093

Basic kit D 400, hex locking mechanism 06 478 1094

Basic kit D 400, hexagon socket locking mechanism 06 478 1095

Basic kit D 400, LIC-LOCK locking mechanism 06 478 1096

Basic kit D 400, COLT/TELENET locking mechanism 06 478 1097

Accessories for concrete-lined steel cover, lockable

4 x hex locking mechanisms 50 000 6200

4 x hexagon socket locking mechanisms 50 000 7200

4 x LIC-LOCK locking mechanisms 50 000 8200

4 x COLT/TELENET locking mechanisms 50 000 9200

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 2-piece 70 040 6775E

Concrete-lined steel cover, D 400, 2-piece4 70 040 6770E

Steel frame 70 039 7080E

Manhole with cast-iron cover, lockable4 Order number

Basic kit D 400, hex locking mechanism 06 478 1149

Basic kit D 400, hexagon socket locking mechanism 06 478 1213

Basic kit D 400, LIC-LOCK locking mechanism 06 478 1214

Basic kit D 400, COLT/TELENET locking mechanism 06 478 1215

Accessories for cast-iron cover, lockable

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover D 400, 2-piece4 70 052 0020E

Steel frame 70 034 5980E

QualityBox PC EK478
Order numbers

Clear dimensions: 400 x 1165 mm
External dimensions: 590 x 1300 mm

For all basic kits Order number

Top frame, height 140 mm 06 478 0082E

Base plate, height 5 mm 06 478 0054E
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Basic kit with paveable steel cover: 
(paveable height 45 mm)

Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover (non-paveable) 185.0 kg 185.0 kg

Cover (non-paveable) 92.5 kg 92.5 kg

Hot-dip galvanised steel frame 56.0 kg 56.0 kg

Top frame (standard height) 43.5 kg 43.5 kg

Base plate 5.0 kg 5.0 kg

Total weight of basic kit 289.5 kg 289.5 kg

Overall height of basic kit 340 mm 340 mm

Basic kit with concrete-lined steel cover: Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover 173.0 kg 173.0 kg

Cover 86.5 kg 86.5 kg

Hot-dip galvanised steel frame 45.0 kg 45.0 kg

Top frame (standard height) 43.5 kg 43.5 kg

Base plate 5.0 kg 5.0 kg

Total weight of basic kit 266.5 kg 266.5 kg 

Overall height of basic kit 295 mm 295 mm

Basic kit with cast-iron cover: Clear height: 190 mm

Test classes according to DIN EN 124 D 400 3

Complete cover 95.0 kg

Cover 47.5 kg

Hot-dip galvanised steel frame 29.5 kg

Top frame (standard height) 43.5 kg

Base plate 5.0 kg

Total weight of basic kit 173.0 kg 

Overall height of basic kit 240 mm

QualityBox PC EK628
Basic kits

Clear dimensions: 400 x 1600 mm
External dimensions: 550 x 1730 mm
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QualityBox PC EK628
Frame / Vario Module

Clear dimensions: 400 x 1600 mm
External dimensions: 550 x 1730 mm

220 mm 70 mm Vario Module

Frame 220 mm Frame 70 mm Vario Module
Art. no.: 06 628 0052E Art. no.: 06 628 0058E Art. no.: 06 618 0350E

3 x Ø 110 3 x Ø 50 CD1600 6 x 160 mm
8 x Ø 110

Weight: 52.0 kg Weight: 18.5 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 628 0076E Art. no.: 06 628 0358E

1 x rectangular 2 x overbuild / 1 x Ø 50
8 x Ø 110

Weight: 50.5 kg Weight: 18.0 kg

Frame 220 mm overbuild
Art. no.: 06 628 0074E

3 x Ø 110
4 x rectangular
Weight: 46.0 kg

Frame 220 mm overbuild
Art. no.: 06 628 0073E

1 x rectangular
4 x rectangular
Weight: 45.0 kg
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QualityBox PC EK628
Order numbers

Clear dimensions: 400 x 1600 mm
External dimensions: 550 x 1730 mm

For all basic kits Order number

Top frame, height 140 mm 06 628 0082E

Base plate, height 5 mm 06 628 0054E

Manhole with paveable steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 628 1049

Basic kit D 400, without lock, locks retrofi ttable 06 628 1050

Accessories for paveable steel cover, lockable

4 x hex locking mechanisms 50 000 6300

4 x hexagon socket locking mechanisms 50 000 7300

4 x LIC-LOCK locking mechanisms 50 000 8300

4 x COLT/TELENET locking mechanisms 50 000 9300

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 2-section4 70 088 2100E

Steel frame 70 088 2120E 

Manhole with cast-iron cover, lockable 4 Order number

Basic kit D 400, hex locking mechanism 06 628 1204

Basic kit D 400, hexagon socket locking mechanism 06 628 1205

Basic kit D 400, LIC-LOCK locking mechanism 06 628 1206

Basic kit D 400, COLT/TELENET locking mechanism 06 628 1207

Accessories for cast-iron cover, lockable

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover D 400, 2-piece4 70 078 7150E

Steel frame 70 040 9704E

Manhole with concrete-lined steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 628 1029

Basic kit D 400, hex locking mechanism 06 628 1030

Basic kit D 400, hexagon socket locking mechanism 06 628 1031

Basic kit D 400, LIC-LOCK locking mechanism 06 628 1032

Basic kit D 400, COLT/TELENET locking mechanism 06 628 1033

Accessories for concrete-lined steel cover, lockable

4 x hex locking mechanisms 50 000 6200

4 x hexagon socket locking mechanisms 50 000 7200

4 x LIC-LOCK locking mechanisms 50 000 8200

4 x COLT/TELENET locking mechanisms 50 000 9200

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 2-piece 70 046 1275E

Concrete-lined steel cover, D 400, 2-piece4 70 046 1270E

Steel frame 70 046 0705E
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Basic kit with cast-iron cover: Clear height: 139 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover 48.0 kg 48.0 kg

Hot-dip galvanised steel frame 17.0 kg 17.0 kg

Top frame (standard height)  10.0 kg 10.0 kg

Base plate  2.5 kg  2.5 kg

Total weight of basic kit 77.5 kg  77.5 kg 

Overall height of basic kit  240 mm  240 mm

Basic kit with paveable steel cover: 
(paveable height 45 mm)

Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover (non-paveable)  95.0 kg  95.0 kg

Hot-dip galvanised steel frame  32.0 kg  32.0 kg

Top frame (standard height) 10.0 kg 10.0 kg

Base plate  2.5 kg  2.5 kg

Total weight of basic kit 139.5 kg 139.5 kg

Overall height of basic kit 340 mm 340 mm

Basic kit with concrete-lined steel cover: Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  90.0 kg  90.0 kg

Hot-dip galvanised steel frame  26.5 kg  26.5 kg

Top frame (standard height) 10.0 kg  10.0 kg

Base plate  2.5 kg  2.5 kg

Total weight of basic kit 129.0 kg 129.0 kg 

Overall height of basic kit 295 mm 295 mm

QualityBox PC EK288
Basic kits

Clear dimensions: 550 x 550 mm
External dimensions: 695 x 695 mm

49



QualityBox PC EK288
Frame / Vario Module 

Clear dimensions: 550 x 550 mm
External dimensions: 695 x 695 mm

220 mm 70 mm 350 mm / Vario Module

Frame 220 mm Frame 70 mm Frame 350 mm
Art. no.: 06 288 0053E Art. no.: 06 288 0058E Art. no.: 06 288 0059E

3 x Ø 110 5 x Ø 50 6 x Ø30 / 3 x Ø 110 / 2 x Ø 160
3 x Ø 110 5 x Ø 50 6 x Ø30 / 3 x Ø 110 / 2 x Ø 160

Weight: 12.5 kg Weight: 6.0 kg Weight: 22.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild Vario Module
Art. no.: 06 288 0083E Art. no.: 06 288 0358E Art. no.: Art. no.: 06 278 0351E

3 x Ø 110 4 x overbuild / 1 x Ø 50 CD550 2 x 160 mm
 4 x Ø 50 / 1 x rectangular 5 x Ø 50

Weight: 13.0 kg Weight: 5.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 288 0084E Art. no.: 06 288 0359E

4 x Ø 50 / 1 x rectangular 4 x overbuild / 1 x Ø 50
1 x rectangular 4 x overbuild / 1 x Ø 50
Weight: 13.0 kg Weight: 4.5 kg
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Manhole with paveable steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 288 2134

Basic kit D 400, without lock, locks retrofi ttable 06 288 2608

Accessories for paveable steel cover, lockable

2 x hex locking mechanisms 50 000 6150

2 x hexagon socket locking mechanisms 50 000 6160

2 x LIC-LOCK locking mechanisms 50 000 6170

2 x COLT/TELENET locking mechanisms 50 000 6180

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 1-piece4 70 088 2200E

Steel frame 70 088 2220E

Manhole with concrete-lined steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 288 2281

Basic kit D 400, hex locking mechanism 06 288 2282

Basic kit D 400, hexagon socket locking mechanism 06 288 2283

Basic kit D 400, LIC-LOCK locking mechanism 06 288 2284

Basic kit D 400, COLT/TELENET locking mechanism 06 288 2285

Accessories for concrete-lined steel cover, lockable

2 x hex locking mechanisms 50 000 6100

2 x hexagon socket locking mechanisms 50 000 7100

2 x LIC-LOCK locking mechanisms 50 000 8100

2 x COLT/TELENET locking mechanisms 50 000 9100

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 1-piece 70 040 2685E

Concrete-lined steel cover, D 400, 1-piece4 70 040 2680E

Steel frame 70 039 7180E

QualityBox PC EK288
Order numbers

Clear dimensions: 550 x 550 mm
External dimensions: 695 x 695 mm

Manhole with cast-iron cover, lockable4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 288 2355

Basic kit D 400, hex locking mechanism 06 288 2326

Basic kit D 400, hexagon socket locking mechanism 06 288 2488

Basic kit D 400, LIC-LOCK locking mechanism 06 288 2539

Basic kit D 400, COLT/TELENET locking mechanism 06 288 2607

Accessories for cast-iron cover, lockable

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover B 125, 1-piece 70 034 3581E

Cast-iron cover D 400, 1-piece4 70 034 3580E

Steel frame 70 034 4980E

For all basic kits Order number

Top frame, height 66 mm 06 288 0091E

Top frame, height 140 mm 06 288 0082E

Base plate, height 5 mm 06 288 0054E
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Basic kit with paveable steel cover: 
(paveable height 45 mm)

Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover (non-paveable) 186.0 kg 186.0 kg

Cover (non-paveable) 93.0 kg 93.0 kg

Hot-dip galvanised steel frame  47.5 kg  47.5 kg

Top frame (standard height)  17.5 kg 17.5 kg

Base plate  5.0 kg  5.0 kg

Total weight of basic kit 256.0 kg 256.0 kg

Overall height of basic kit 340 mm 340 mm

Basic kit with concrete-lined steel cover: Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover 173.0 kg 173.0 kg

Cover 86.5 kg 86.5 kg

Hot-dip galvanised steel frame  39.0 kg  39.0 kg

Top frame (standard height)  17.5 kg  17.5 kg

Base plate  5.0 kg  5.0 kg

Total weight of basic kit 234.5 kg 234.5 kg

Overall height of basic kit 295 mm 295 mm

Basic kit with cast-iron cover: Clear height: 139 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover  68.5 kg  96.5 kg

Cover 34.5 kg 48.5 kg

Hot-dip galvanised steel frame  25.5 kg  25.5 kg

Top frame (standard height)  17.5 kg  17.5 kg

Base plate  5.0 kg  5.0 kg

Total weight of basic kit 116.5 kg 144.5 kg

Overall height of basic kit 240 mm  240 mm

QualityBox PC EK338
Basic kits

Clear dimensions: 550 x 1165 mm
External dimensions: 746 x 1305 mm
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QualityBox PC EK338
Frame / Vario Module

Clear dimensions: 550 x 1165 mm
External dimensions: 746 x 1305 mm

220 mm 70 mm Vario Module

Frame 220 mm Frame 70 mm Vario Module
Art. no.: 06 338 0052E Art. no.: 06 338 0058E Art. no.: 06 278 0351E

3 x Ø 110 5 x Ø 50 CD550 2 x 160 mm
6 x Ø 110 / 2 x Ø 160 6 x Ø 50

Weight: 17.5 kg Weight: 9.5 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 338 0075E Art. no.: 06 338 0358E Art. no.: 06 338 0350E

4 x Ø 50 / 1 x rectangular 4 x overbuild / 1 x Ø 50 CD1165 4 x 160 mm
6 x Ø 110 / 2 x Ø 160 6 x Ø 50
Weight: 18.0 kg Weight: 9.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 338 0074E Art. no.: 06 338 0360E

3 x Ø 110 5 x Ø 50
3 x Ø 110 / 2 x rectangular 4 x overbuild / 2 x Ø 50

Weight: 19.5 Weight: 9.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 338 0071E Art. no.: 06 338 0359E

4 x Ø 50 / 1 x rectangular 4 x overbuild / 1 x Ø 50
3 x Ø 110 / 2 x rectangular 4 x overbuild / 2 x Ø 50

Weight: 19.5 kg Weight: 9.0 kg
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Manhole with paveable steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 338 2155

Basic kit D 400, without lock, locks retrofi ttable 06 338 2536

Accessories for paveable steel cover, lockable

4 x hex locking mechanisms 50 000 6300

4 x hexagon socket locking mechanisms 50 000 7300

4 x LIC-LOCK locking mechanisms 50 000 8300

4 x COLT/TELENET locking mechanisms 50 000 9300

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 2-piece4 70 088 2300E

Steel frame 70 088 2320E

Manhole with concrete-lined steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 338 2429

Basic kit D 400, hex locking mechanism 06 338 2430

Basic kit D 400, hexagon socket locking mechanism 06 338 2431

Basic kit D 400, LIC-LOCK locking mechanism 06 338 2432

Basic kit D 400, COLT/TELENET locking mechanism 06 338 2433

Accessories for concrete-lined steel cover, lockable

4 x hex locking mechanisms 50 000 6200

4 x hexagon socket locking mechanisms 50 000 7200

4 x LIC-LOCK locking mechanisms 50 000 8200

4 x COLT/TELENET locking mechanisms 50 000 9200

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 2-piece 70 040 2775E

Concrete-lined steel cover, D 400, 2-piece4 70 040 2770E

Steel frame 70 039 7480E

Manhole with cast-iron cover, lockable4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 338 2513

Basic kit D 400, hex locking mechanism 06 338 2435

Basic kit D 400, hexagon socket locking mechanism 06 338 2516

Basic kit D 400, LIC-LOCK locking mechanism 06 338 2517

Basic kit D 400, COLT/TELENET locking mechanism 06 338 2518

Accessories for cast-iron cover, lockable

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover B 125, 2-piece 70 052 0010E

Cast-iron cover D 400, 2-piece4 70 052 0000E

Steel frame 70 034 5180E

QualityBox PC EK338
Order numbers

Clear dimensions: 550 x 1165 mm
External dimensions: 746 x 1305 mm

For all basic kits Order number

Top frame, height 140 mm 06 338 0082E

Base plate, height 5 mm 06 338 0054E
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Basic kit with paveable steel cover: 
(paveable height 45 mm)

Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover (non-paveable) 217.0 kg 217.0 kg

Cover (non-paveable) 72.5 kg 72.5 kg

Hot-dip galvanised steel frame  53.5 kg  53.5 kg

Top frame (standard height)  29.0 kg  29.0 kg

Base plate  6.0 kg  6.0 kg

Total weight of basic kit 305.5 kg 305.5 kg 

Overall height of basic kit 355 mm 355 mm

Basic kit with concrete-lined steel cover: Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover 199.5 kg 199.5 kg

Cover 66.5 kg 66.5 kg

Hot-dip galvanised steel frame  44.5 kg  44.5 kg

Top frame (standard height)  29.0 kg  29.0 kg

Base plate  6.0 kg  6.0 kg

Total weight of basic kit 279.0 kg 279.0 kg 

Overall height of basic kit 295 mm 295 mm

QualityBox PC EK648
Basic kits

Clear dimensions: 550 x 1400 mm
External dimensions: 720 x 1540 mm
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220 mm 70 mm Vario Module

Frame 220 mm Frame 70 mm Vario Module
Art. no.: 06 648 0052E Art. no.: 06 648 0058E Art. no.: 06 278 0351E
3 x Ø 110 / 8 x Ø 110 5 x Ø 50 CD550 2 x 160 mm

Weight: 41.5 kg Weight: 18.5 kg

Frame 220 mm overbuild Frame 70 mm overbuild Vario Module
Art. no.: 06 648 0076E Art. no.: 06 648 0358E Art. no.: 06 578 0350E

4 x Ø 50 / 1 x rectangular 4 x overbuild / 1 x Ø 50 CD1400 5 x 160 mm
8 x Ø 110

Weight: 42.0 kg Weight: 18.0 kg

Frame 220 mm overbuild
Art. no.: 06 648 0085E

3 x Ø 110
4 x rectangular
Weight: 36.0 kg

Frame 220 mm overbuild
Art. no.: 06 648 0073E

4 x Ø 50 / 1 x rectangular
4 x rectangular
Weight: 36.0 kg

QualityBox PC EK648
Frames / Vario Modules

Clear dimensions: 550 x 1400 mm
External dimensions: 720 x 1540 mm

56



Manhole with paveable steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 648 1011

Basic kit D 400, without lock, locks retrofi ttable 06 648 1021

Accessories for paveable steel cover, lockable

6 x hex locking mechanisms 50 000 6500

6 x hexagon socket locking mechanisms 50 000 7500

6 x LIC-LOCK locking mechanisms 50 000 8500

6 x COLT/TELENET locking mechanisms 50 000 9500

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 3-piece4 70 088 2400E

Steel frame 70 088 2420E

For all basic kits Order number

Top frame, height 140 mm 06 648 0082E

Base plate, height 5 mm 06 648 0054E

Manhole with concrete-lined steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 648 1003

Basic kit D 400, hex locking mechanism 06 648 1004

Basic kit D 400, hexagon socket locking mechanism 06 648 1005

Basic kit D 400, LIC-LOCK locking mechanism 06 648 1006

Basic kit D 400, COLT/TELENET locking mechanism 06 648 1007

Accessories for concrete cover, lockable

6 x hex locking mechanisms 50 000 6400

6 x hexagon socket locking mechanisms 50 000 7400

6 x LIC-LOCK locking mechanisms 50 000 8400

6 x COLT/TELENET locking mechanisms 50 000 9400

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 3-piece 70 045 6575E

Concrete-lined steel cover, D 400, 3-piece4 70 045 6570E

Steel frame 70 041 9980E

QualityBox PC EK648
Order numbers

Clear dimensions: 550 x 1400 mm
External dimensions: 720 x 1540 mm
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Basic kit with cast-iron cover: Clear height: 140 mm

Test classes according to DIN EN 124 D 400 3

Cover 69.0 kg

Hot-dip galvanised steel frame 20.0 kg

Top frame (standard height) 14.5 kg

Base plate  3.5 kg

Total weight of basic kit 107.0 kg 

Overall height of basic kit 240 mm 

Basic kit with paveable steel cover: 
(paveable height 45 mm)

Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover (non-paveable) 132.0 kg 132.0 kg

Hot-dip galvanised steel frame  37.0 kg  37.0 kg

Top frame (standard height)  14.5 kg  14.5 kg

Base plate  3.5 kg  3.5 kg

Total weight of basic kit 187.0 kg 187.0 kg

Overall height of basic kit  340 mm  340 mm

Basic kit with concrete-lined steel cover: Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover 125.0 kg 125.0 kg

Hot-dip galvanised steel frame  30.5 kg  30.5 kg

Top frame (standard height)  14.5 kg  14.5 kg

Base plate  3.5 kg  3.5 kg

Total weight of basic kit 173.5 kg 173.5 kg 

Overall height of basic kit  295 mm  295 mm

QualityBox PC EK388
Basic kits

Clear dimensions: 650 x 650 mm
External dimensions: 800 x 800 mm
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QualityBox PC EK388
Frame

Clear dimensions: 650 x 650 mm
External dimensions: 800 x 800 mm

220 mm 70 mm

Frame 220 mm Frame 70 mm
Art. no.: 06 388 0052E Art. no.: 06 388 0058E

4 x Ø 110 6 x Ø 50
4 x Ø 110 6 x Ø 50

Weight: 15.5 kg Weight: 6.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 388 0073E Art. no.: 06 388 0358E

2 x rectangular 4 x overbuild / 2 x Ø 50
4 x Ø 110 6 x Ø 50

Weight: 14.5 kg Weight: 6.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 328 0094E Art. no.: 06 388 0359E

2 x rectangular 4 x overbuild / 2 x Ø 50
2 x rectangular 4 x overbuild / 2 x Ø 50
Weight: 13.5 kg Weight: 6.0 kg
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Manhole with paveable steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 388 1003

Basic kit D 400, without lock, locks retrofi ttable 06 388 1155

Accessories for paveable steel cover, lockable

2 x hex locking mechanisms 50 000 6150

2 x hexagon socket locking mechanisms 50 000 6160

2 x LIC-LOCK locking mechanisms 50 000 6170

2 x COLT/TELENET locking mechanisms 50 000 6180

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 1-piece4 70 088 2500E

Steel frame 70 088 2520E

Manhole with concrete-lined steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 388 1049

Basic kit D 400, hex locking mechanism 06 388 1050

Basic kit D 400, hexagon socket locking mechanism 06 388 1051

Basic kit D 400, LIC-LOCK locking mechanism 06 388 1052

Basic kit D 400, COLT/TELENET locking mechanism 06 388 1053

Accessories for concrete-lined steel cover, lockable

2 x hex locking mechanisms 50 000 6100

2 x hexagon socket locking mechanisms 50 000 7100

2 x LIC-LOCK locking mechanisms 50 000 8100

2 x COLT/TELENET locking mechanisms 50 000 9100

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 1-piece 70 040 4585E

Concrete-lined steel cover, D 400, 1-piece4 70 040 4580E

Steel frame 70 039 7580E

Manhole with cast-iron cover, lockable4 Order number

Basic kit D 400, hex locking mechanism 06 388 1021

Basic kit D 400, hexagon socket locking mechanism 06 388 1022

Basic kit D 400, LIC-LOCK locking mechanism 06 388 1024

Basic kit D 400, COLT/TELENET locking mechanism 06 388 1025

Accessories for cast-iron cover, lockable

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover, D 400, one-piece4 70 083 7900E

Steel frame 70 083 8100E

QualityBox PC EK388
Order numbers

Clear dimensions: 650 x 650 mm
External dimensions: 800 x 800 mm

For all basic kits Order number

Top frame, height 140 mm 06 388 0082E

Base plate, height 5 mm 06 388 0054E
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Basic kit with paveable steel cover: 
(paveable height 45 mm)

Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover (non-paveable) 214.0 kg 214.0 kg

Cover (non-paveable) 107.0 kg 107.0 kg

Hot-dip galvanised steel frame  47.0 kg  47.0 kg

Top frame (standard height)  22.0 kg  22.0 kg

Base plate  5.0 kg 5.0 kg

Total weight of basic kit 288.0 kg 288.0 kg

Overall height of basic kit 355 mm 355 mm

Basic kit with concrete-lined steel cover: Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover 203.0 kg 203.0 kg

Cover 101.5 kg 101.5 kg

Hot-dip galvanised steel frame  38.5 kg  38.5 kg

Top frame (standard height)  22.0 kg  22.0 kg

Base plate  5.0 kg  5.0 kg

Total weight of basic kit 265.5 kg 265.5 kg

Overall height of basic kit 310 mm 310 mm

Basic kit with cast-iron cover: Clear height: 139 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover 137.0 kg 137.0 kg

Cover 68.5 kg 68.5 kg

Hot-dip galvanised steel frame  24.0 kg  24.0 kg

Top frame (standard height)  22.0 kg  22.0 kg

Base plate  5.0 kg  5.0 kg

Total weight of basic kit 188.0 kg 188.0 kg

Overall height of basic kit 240 mm 240 mm

QualityBox PC EK328
Basic kits

Clear dimensions: 800 x 800 mm
External dimensions: 960 x 960 mm
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QualityBox PC EK328
Frame / Vario Module

Clear dimensions: 800 x 800 mm
External dimensions: 960 x 960 mm

220 mm 70 mm Vario Module

Frame 220 mm Frame 70 mm Vario Module
Art. no.: 06 328 0052E Art. no.: 06 328 0058E Art. no.: 06 328 0350E

5 x Ø 110 6 x Ø 50 CD800 3 x 160 mm
5 x Ø 110 6 x Ø 50

Weight: 20.5 kg Weight: 8.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 328 0061E Art. no.: 06 328 0358E

2 x rectangular / 1 x Ø 110 4 x overbuild / 2 x Ø 50
5 x Ø 110 6 x Ø 50

Weight: 20.5 kg Weight: 8.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 328 0094E Art. no.: 06 328 0359E

2 x rectangular / 1 x Ø 110 4 x overbuild / 2 x Ø 50
2 x rectangular / 1 x Ø 110 4 x overbuild / 2 x Ø 50

Weight: 20.0 kg Weight: 8.0 kg
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Manhole with paveable steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 328 2060

Basic kit D 400, without lock, locks retrofi ttable 06 328 2528

Accessories for paveable steel cover, lockable

4 x hex locking mechanisms 50 000 6300

4 x hexagon socket locking mechanisms 50 000 7300

4 x LIC-LOCK locking mechanisms 50 000 8300

4 x COLT/TELENET locking mechanisms 50 000 9300

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 2-piece4 70 088 2600E

Steel frame D 400 70 088 2620E

Manhole with concrete-lined steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 328 2205

Basic kit D 400, hex locking mechanism 06 328 2206

Basic kit D 400, hexagon socket locking mechanism 06 328 2207

Basic kit D 400, LIC-LOCK locking mechanism 06 328 2208

Basic kit D 400, COLT/TELENET locking mechanism 06 328 2209

Accessories for concrete-lined steel cover, lockable

4 x hex locking mechanisms 50 000 6300

4 x hexagon socket locking mechanisms 50 000 7300

4 x LIC-LOCK locking mechanisms 50 000 8300

4 x COLT/TELENET locking mechanisms 50 000 9300

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 2-piece 70 046 0475E

Concrete-lined steel cover, D 400, 2-piece4 70 046 0470E

Steel frame 70 039 7880E

Manhole with cast-iron cover, lockable4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 328 2273

Basic kit D 400, hex locking mechanism 06 328 2306

Basic kit D 400, hexagon socket locking mechanism 06 328 2397

Basic kit D 400, LIC-LOCK locking mechanism 06 328 2398

Basic kit D 400, COLT/TELENET locking mechanism 06 328 2557

Accessories for cast-iron cover, lockable

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040 

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover B 125, 2-piece 70 052 0040E

Cast-iron cover D 400, 2-piece4 70 052 0050E

Steel frame 70 034 5080E

QualityBox PC EK328
Order numbers

Clear dimensions: 800 x 800 mm
External dimensions: 960 x 960 mm

For all basic kits Order number

Top frame, height 66 mm 06 328 0182E

Top frame, height 140 mm 06 328 0082E

Base plate, height 5 mm 06 328 0054E
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Basic kit with paveable steel cover: 
(paveable height 45 mm)

Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover (non-paveable) 298.0 kg 298.0 kg

Cover (non-paveable) 149.0 kg 149.0 kg

Hot-dip galvanised steel frame  56.5 kg  56.5 kg

Top frame (standard height)  23.5 kg  23.5 kg

Base plate  7.5 kg  7.5 kg

Total weight of basic kit 385.5 kg 534.5 kg

Overall height of basic kit 355 mm 355 mm

Basic kit with concrete-lined steel cover: Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover 282.0 kg 282.0 kg

Cover 141.0 kg 141.0 kg

Hot-dip galvanised steel frame  46.5 kg  46.5 kg

Top frame (standard height)  23.5 kg  23.5 kg

Base plate  7.5 kg  7.5 kg

Total weight of basic kit 359.5 kg 500.5 kg 

Overall height of basic kit 310 mm 310 mm

Basic kit with cast-iron cover: Clear height: 139 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover 93.5 kg 132.5 kg

Cover 47.0 kg 66.5 kg

Hot-dip galvanised steel frame  29.0 kg  29.0 kg

Top frame (standard height)  23.5 kg  23.5 kg

Base plate  7.5 kg  7.5 kg

Total weight of basic kit 153.5 kg 192.5 kg

Overall height of basic kit 240 mm 240 mm

QualityBox PC EK508
Basic kits

Clear dimensions: 800 x 1165 mm
External dimensions: 990 x 1330 mm
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QualityBox PC EK508
Frames / Vario Modules

Clear dimensions: 800 x 1165 mm
External dimensions: 990 x 1330 mm

220 mm 70 mm Vario Module

Frame 220 mm Frame 70 mm Vario Module
Art. no.: 06 508 0052E Art. no.: 06 508 0058E Art. no.: 06 328 0350E

5 x Ø 110 6 x Ø 50 CD800 3 x 160 mm
6 x Ø 110 / 2 x Ø 160 6 x Ø 50

Weight: 21.5 kg Weight: 11.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild Vario Module
Art. no.: 06 508 0049E Art. no.: 06 508 0358E Art. no.: 06 338 0350E

2 x rectangular / 1 x Ø 110 4 x overbuild / 2 x Ø 50 CD1165 4 x 160 mm
6 x Ø 110 / 2 x Ø 160 6 x Ø 50
Weight: 21.5 kg Weight: 11.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 508 0030E Art. no.: 06 508 0360E

5 x Ø 110 6 x Ø 50
2 x rectangular / 3 x Ø 110 4 x overbuild / 2 x Ø 50

Weight: 23.5 kg Weight: 11.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild
Art. no.: 06 508 0055E Art. no.: 06 508 0359E

2 x rectangular / 1 x Ø 110 4 x overbuild / 2 x Ø 50
2 x rectangular / 3 x Ø 110 4 x overbuild / 2 x Ø 50

Weight: 23.0 kg Weight: 11.0 kg

65



Manhole with paveable steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 508 1113

Basic kit D 400, without lock, locks retrofi ttable 06 508 1639

Accessories for paveable steel cover, lockable

4 x hex locking mechanisms 50 000 6300

4 x hexagon socket locking mechanisms 50 000 7300

4 x LIC-LOCK locking mechanisms 50 000 8300

4 x COLT/TELENET locking mechanisms 50 000 9300

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 2-piece4 70 088 2700E

Steel frame 70 088 2720E

Manhole with concrete-lined steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 508 1310

Basic kit D 400, hex locking mechanism 06 508 1311

Basic kit D 400, hexagon socket locking mechanism 06 508 1312

Basic kit D 400, LIC-LOCK locking mechanism 06 508 1313

Basic kit D 400, COLT/TELENET locking mechanism 06 508 1314

Accessories for concrete-lined steel cover, lockable

4 x hex locking mechanisms 50 000 6300

4 x hexagon socket locking mechanisms 50 000 7300

4 x LIC-LOCK locking mechanisms 50 000 8300

4 x COLT/TELENET locking mechanisms 50 000 9300

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 2-piece 70 046 0375E

Concrete-lined steel cover, D 400, 2-piece4 70 046 0370E

Steel frame 70 039 7980E

Manhole with cast-iron cover, lockable4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 508 1386

Basic kit D 400, hex locking mechanism 06 508 1387

Basic kit D 400, hexagon socket locking mechanism 06 508 1388

Basic kit D 400, LIC-LOCK locking mechanism 06 508 1389

Basic kit D 400, COLT/TELENET locking mechanism 06 508 1390

Accessories for cast-iron cover, lockable

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover B 125, 2-piece 70 052 0070E

Cast-iron cover D 400, 2-piece4 70 052 0060E

Steel frame 70 034 6281E

QualityBox PC EK508
Order numbers

Clear dimensions: 800 x 1165 mm
External dimensions: 990 x 1330 mm

For all basic kits Order number

Top frame, height 140 mm 06 508 0082E

Base plate, height 5 mm 06 508 0054E
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QualityBox PC EK428
Basic kits

Clear dimensions: 800 x 1400 mm

Basic kit with triangular swivellingcast-iron cover: External dimensions:
1030 x 1590 mm

Clear height: 135 mm

Test classes according to DIN EN 124 D 400 3

Complete cover 298.0 kg

Cover 57.0 kg

Special top frame 35.0 kg

Base plate 8.5 kg

Total weight of basic kit 341.5 kg 

Overall height of basic kit 285 mm

Basic kit with concrete-lined steel cover: External dimensions:
960 x 1560 mm

Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover 336.0 kg 336.0 kg

Cover 112.0 kg 112.0 kg

Hot-dip galvanised steel frame 52.0 kg 52.0 kg

Top frame (standard height) 35.0 kg 35.0 kg

Base plate 8.5 kg 8.5 kg

Total weight of basic kit 431.5 kg 431.5 kg 

Overall height of basic kit 310 mm 310 mm

Basic kit with paveable steel cover:
(paveable height 45 mm)

External dimensions:
960 x 1560 mm

Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover (non-paveable) 367.5 kg 367.5 kg

Cover (non-paveable) 122.5 kg 122.5 kg

Hot-dip galvanised steel frame 63.5 kg 63.5 kg

Top frame (standard height) 35.0 kg 35.0 kg

Base plate 8.5 kg 8.5 kg

Total weight of basic kit 474.5 kg 474.5 kg

Overall height of basic kit 355 mm 355 mm

67



QualityBox PC EK428
Frames / Vario Modules

Clear dimensions: 800 x 1400 
mm

220 mm 70 mm Vario Module

Frame 220 mm Frame 70 mm Vario Module
Art. no.: 06 428 0052E Art. no.: 06 428 0058E Art. no.: 06 328 0350E
5 x Ø 110 / 8 x Ø 110 6 x Ø 50 CD800 3 x 160 mm

Weight: 45.5 kg Weight: 20.0 kg

Frame 220 mm overbuild Frame 70 mm overbuild Vario Module
Art. no.: 06 428 0061E Art. no.: 06 428 0358E Art. no.: 06 578 0350E

2 x rectangular / 1 x Ø 110 4 x overbuild / 2 x Ø 50 CD1400 5 x 160 mm
8 x Ø 110

Weight: 45.5 kg Weight: 20.0 kg

Frame 220 mm overbuild
Art. no.: 06 428 0085E

5 x Ø 110
4 x rectangular
Weight: 40.0 kg

Frame 220 mm overbuild
Art. no.: 06 428 0062E

2 x rectangular / 1 x Ø 110
4 x rectangular
Weight: 39.5 kg
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QualityBox PC EK428
Order numbers

Clear dimensions: 800 x 1400 
mm

Manhole with paveable steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 428 1005

Basic kit D 400, without lock, locks retrofi ttable 06 428 1038

Accessories for paveable steel cover, lockable

6 x hex locking mechanisms 50 000 6500

6 x hexagon socket locking mechanisms 50 000 7500

6 x LIC-LOCK locking mechanisms 50 000 8500

6 x COLT/TELENET locking mechanisms 50 000 9500

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 3-piece4 70 088 2800E

Steel frame D 400 70 088 2820E

Manhole with concrete-lined steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 428 1006

Basic kit D 400, hex locking mechanism 06 428 1010

Basic kit D 400, hexagon socket locking mechanism 06 428 1014

Basic kit D 400, LIC-LOCK locking mechanism 06 428 1011

Basic kit D 400, COLT/TELENET locking mechanism 06 428 1015

Accessories for concrete-lined steel cover, lockable

6 x hex locking mechanisms 50 000 6500

6 x hexagon socket locking mechanisms 50 000 7500

6 x LIC-LOCK locking mechanisms 50 000 8500

6 x COLT/TELENET locking mechanisms 50 000 9500

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 3-piece 70 045 8675E

Concrete-lined steel cover, D 400, 3-piece4 70 045 8670E

Steel frame 70 042 0180E

Manhole with rectangular swivelling cast-iron cover, lockable 4 Order number

Basic kit D 400, COLT/TELENET locking mechanism 06 428 2000

Accessories for rectangular swivelling cast-iron cover, lockable

Locking fl ap for locking mechanism 70 065 8202E

Cast-iron cover D 400, 4-section, with steel frame4 06 428 0252E

Top frame 06 428 0083E

Manhole with triangular swivelling cast-iron cover, lockable 4 Order number

Basic kit D 400, COLT/TELENET/OTC locking mechanism 06 428 2202

Accessories for triangular swivelling cast-iron cover, lockable

Cast-iron cover D 400, 4-piece4 06 428 0281E

For all basic kits

Top frame, height 140 mm 06 428 0082E

Base plate, height 5 mm 06 428 0054E
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QualityBox PC EK708
Basic kits

Clear dimensions: 800 x 1600 mm
External dimensions: 960 x 1760 mm

Basic kit with cast-iron cover: Clear height: 100 mm

Test classes according to DIN EN 124 B 125 2

Complete cover 216.0 kg

Cover 54.0 kg

Hot-dip galvanised steel frame  34.5 kg

Top frame (standard height)  51.0 kg

Base plate  10.0 kg

Total weight of basic kit 311.5 kg 

Overall height of basic kit 240 mm 

Basic kit with concrete-lined steel cover: Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover 381.0 kg 381.0 kg

Cover 127.0 kg 127.0 kg

Hot-dip galvanised steel frame  56.0 kg  56.0 kg

Top frame (standard height)  51.0 kg  51.0 kg

Base plate  10.0 kg  10.0 kg

Total weight of basic kit 498.0 kg 498.0 kg 

Overall height of basic kit 310 mm 310 mm

Basic kit with paveable steel cover: 
(paveable height 45 mm)

Clear height: 190 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover (non-paveable) 399.0 kg 399.0 kg

Cover (non-paveable) 133.0 kg 133.0 kg

Hot-dip galvanised steel frame  68.5 kg  68.5 kg

Top frame (standard height)  51.0 kg  51.0 kg

Base plate  10.0 kg  10.0 kg

Total weight of basic kit 528.5 kg 528.5 kg

Overall height of basic kit 355 mm 355 mm
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QualityBox PC EK708
Frames / Vario Modules

Clear dimensions: 800 x 1600 mm
External dimensions: 960 x 1760 mm

220 mm 70 mm Vario Module

Frame 220 mm Frame 70 mm Vario Module
Art. no.: 06 708 0052E Art. no.: 06 708 0058E Art. no.: 06 328 0350E
5 x Ø 110 / 8 x Ø 110 6 x Ø 50 CD800 3 x 160 mm

Weight: 58.0 kg Weight: 20.5 kg

Frame 220 mm overbuild Frame 70 mm overbuild Vario Module
Art. no.: 06 708 0061E Art. no.: 06 708 0358E Art. no.: 06 618 0350E

2 x rectangular / 1 x Ø 110 4 x overbuild / 2 x Ø 50 CD1600 6 x 160 mm
8 x Ø 110

Weight: 57.5 kg Weight: 20.5 kg

Frame 220 mm overbuild
Art. no.: 06 708 0085E

5 x Ø 110
4 x rectangular
Weight: 52.0 kg

Frame 220 mm overbuild
Art. no.: 06 708 0086E

2 x rectangular / 1 x Ø 110
4 x rectangular
Weight: 52.0 kg
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QualityBox PC EK708
Order numbers

Clear dimensions: 800 x 1600 mm
External dimensions: 960 x 1760 mm

Manhole with cast-iron cover, screwed down Order number

Basic kit B 125, not screwed, screw connection retrofi ttable 06 708 1075

Accessories for cast-iron cover, screwed down

12 x hex screw connections 50 000 5600

12 x hexagon socket screw connections 50 000 5610

12 x LIC-LOCK screw connections 50 000 5700

12 x COLT/TELENET screw connections 50 000 5710

Sealing plug for screw connection, black 70 043 0300

Cast-iron cover B 125, 4-piece, with joint bars 70 044 6700E

Steel frame 70 044 7300E

Manhole with concrete-lined steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 708 1003

Basic kit D 400, hex locking mechanism 06 708 1066

Basic kit D 400, hexagon socket locking mechanism 06 708 1067

Basic kit D 400, LIC-LOCK locking mechanism 06 708 1068

Basic kit D 400, COLT/TELENET locking mechanism 06 708 1069

Accessories for concrete-lined steel cover, lockable

6 x hex locking mechanisms 50 000 6500

6 x hexagon socket locking mechanisms 50 000 7500

6 x LIC-LOCK locking mechanisms 50 000 8500

6 x COLT/TELENET locking mechanisms 50 000 9500

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 3-piece 70 046 0275E

Concrete-lined steel cover, D 400, 3-piece4 70 046 0270E

Steel frame 70 042 0680E

Manhole with paveable steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 708 1004

Basic kit D 400, without lock, locks retrofi ttable 06 708 1077

Accessories for paveable steel cover, lockable

6 x hex locking mechanisms 50 000 6500

6 x hexagon socket locking mechanisms 50 000 7500

6 x LIC-LOCK locking mechanisms 50 000 8500

6 x COLT/TELENET locking mechanisms 50 000 9500

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 3-piece4 70 088 2900E

Steel frame 70 088 2920E

For all basic kits Order number

Top frame, height 140 mm 06 708 0082E

Base plate, height 5 mm 06 708 0054E
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Basic kit with concrete-lined steel cover: Clear height: 195 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover 432.0 kg 432.0 kg

Cover 144.0 kg 144.0 kg

Hot-dip galvanised steel frame  61.0 kg  61.0 kg

Top frame (standard height)  47.0 kg  47.0 kg

Base plate  11.5 kg  11.5 kg

Total weight of basic kit 551.5 kg 551.5 kg 

Overall height of basic kit 310 mm 310 mm

QualityBox PC EK728
Basic kits

Clear dimensions: 800 x 1825 mm
External dimensions: 960 x 1985 mm
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QualityBox PC EK728
Frame / Vario Module

Clear dimensions: 800 x 1825 mm
External dimensions: 960 x 1985 mm

220 mm Vario Module

Frame 220 mm Vario Module
Art. no.: 06 728 0052E Art. no.: 06 328 0350E

5 x Ø 110 CD800 3 x 160 mm
9 x Ø 110

Weight: 67.5 kg

Frame 220 mm overbuild
Art. no.: 06 728 0061E

2 x rectangular / 1 x Ø 110
9 x Ø 110

Weight: 67.0 kg

Frame 220 mm overbuild
Art. no.: 06 728 0085E

5 x Ø 110
4 x rectangular / 1 x Ø 110

Weight: 63.5 kg

Frame 220 mm overbuild
Art. no.: 06 728 0087E

2 x rectangular / 1 x Ø 110
4 x rectangular / 1 x Ø 110

Weight: 63.0 kg
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For all basic kits Order number

Top frame, height 140 mm 06 728 0082E

Base plate, height 5 mm 06 728 0054E

Manhole with concrete-lined steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 728 1002

Basic kit D 400, hex locking mechanism 06 728 1003

Basic kit D 400, hexagon socket locking mechanism 06 728 1004

Basic kit D 400, LIC-LOCK locking mechanism 06 728 1005

Basic kit D 400, COLT/TELENET locking mechanism 06 728 1006

Accessories for concrete-lined steel cover, lockable

6 x hex locking mechanisms 50 000 6500

6 x hexagon socket locking mechanisms 50 000 7500

6 x LIC-LOCK locking mechanisms 50 000 8500

6 x COLT/TELENET locking mechanisms 50 000 9500

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 3-piece 70 049 7275E

Concrete-lined steel cover, D 400, 3-piece4 70 049 7270E

Steel frame 70 049 6180E

QualityBox PC EK728
Order numbers

Clear dimensions: 800 x 1825 mm
External dimensions: 960 x 1985 mm
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Basic kit with concrete-lined steel cover: Clear height: 195 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover 471.0 kg 471.0 kg

Cover 157.0 kg 157.0 kg

Hot-dip galvanised steel frame  65.0 kg  65.0 kg

Top frame (standard height)  49.0 kg  49.0 kg

Base plate  12.5 kg  12.5 kg

Total weight of basic kit 597.5 kg 597.5 kg 

Overall height of basic kit 310 mm 310 mm

Basic kit with cast-iron cover: Clear height: 100 mm

Test classes according to DIN EN 124 B 125 2

Complete cover 271.5 kg

Cover 54.5 kg

Hot-dip galvanised steel frame  39.5 kg

Top frame (standard height)  49.0 kg

Base plate  12.5 kg

Total weight of basic kit 372.5 kg 

Overall height of basic kit 240 mm 

QualityBox PC EK738
Basic kits

Clear dimensions: 800 x 2000 mm
External dimensions: 960 x 2160 mm
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QualityBox PC EK738
Frame / Vario Module

Clear dimensions: 800 x 2000 mm
External dimensions: 960 x 2160 mm

220 mm Vario Module

Frame 220 mm Vario Module
Art. no.: 06 738 0052E Art. no.: 06 328 0350E

5 x Ø 110 CD800 3 x 160 mm
12 x Ø 110

Weight: 73.0 kg

Frame 220 mm overbuild
Art. no.: 06 738 0061E

2 x rectangular / 1 x Ø 110
12 x Ø 110

Weight:73.0 kg

Frame 220 mm overbuild
Art. no.: 06 738 0085E

5 x Ø 110
4 x rectangular / 4 x Ø 110

Weight: 73.0 kg

Frame 220 mm overbuild
Art. no.: 06 738 0087E

2 x rectangular / 1 x Ø 110
4 x rectangular / 4 x Ø 110

Weight: 72.5 kg
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For all basic kits Order number

Top frame, height 140 mm 06 738 0082E

Base plate, height 5 mm 06 738 0054E

Manhole with concrete-lined steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 738 1008

Basic kit D 400, hex locking mechanism 06 738 1010

Basic kit D 400, hexagon socket locking mechanism 06 738 1011

Basic kit D 400, LIC-LOCK locking mechanism 06 738 1012

Basic kit D 400, COLT/TELENET locking mechanism 06 738 1013

Accessories for concrete-lined steel cover, lockable

6 x hex locking mechanisms 50 000 6500

6 x hexagon socket locking mechanisms 50 000 7500

6 x LIC-LOCK locking mechanisms 50 000 8500

6 x COLT/TELENET locking mechanisms 50 000 9500

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 3-piece 70 049 7375E

Concrete-lined steel cover, D 400, 3-piece4 70 049 7370E

Steel frame 70 049 6280E

Manhole with cast-iron cover, screwed down Order number

Basic kit B 125, not screwed, screw connection retrofi ttable 06 738 1003

Accessories for cast-iron cover, screwed down

14 x hex screw connections 50 000 5800

14 x hexagon socket screw connections 50 000 5950

14 x LIC-LOCK screw connections 50 000 5900

14 x COLT/TELENET screw connections 50 000 5960

Sealing plug for screw connection, black 70 043 0300

Cast-iron cover B 125, 5-piece, with joint bars 70 044 6600E

Steel frame 70 044 7499E

QualityBox PC EK738
Order numbers

Clear dimensions: 800 x 2000 mm
External dimensions: 960 x 2160 mm
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Basic kit with concrete-lined steel cover: Clear height: 195 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Complete cover 520.0 kg 520.0 kg

Cover 130.0 kg 130.0 kg

Hot-dip galvanised steel frame 69.5 kg 69.5 kg

Top frame (standard height)  52.0 kg  52.0 kg

Base plate  13.5 kg  13.5 kg

Total weight of basic kit 655.0 kg 655.0 kg 

Overall height of basic kit 310 mm 310 mm

QualityBox PC EK748
Basic kit

Clear dimensions: 800 x 2200 mm
External dimensions: 960 x 2360 mm
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QualityBox PC EK748
Frame / Vario Module

Clear dimensions: 800 x 2200 mm
External dimensions: 960 x 2360 mm

220 mm Vario Module

Frame 220 mm Vario Module
Art. no.: 06 748 0052E Art. no.: 06 328 0350E

5 x Ø 110 CD800 3 x 160 mm
12 x Ø 110

Weight: 78.0 kg

Frame 220 mm overbuild
Art. no.: 06 748 0061E

2 x rectangular / 1 x Ø 110
12 x Ø 110

Weight: 78.0 kg

Frame 220 mm overbuild
Art. no.: 06 748 0085E

5 x Ø 110
4 x rectangular / 4 x Ø 110

Weight: 77.0 kg

Frame 220 mm overbuild
Art. no.: 06 748 0084E

2 x rectangular / 1 x Ø 110
4 x rectangular / 4 x Ø 110

Weight: 77.0 kg
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For all basic kits Order number

Top frame, height 140 mm 06 748 0082E

Base plate, height 5 mm 06 748 0054E

Manhole with concrete-lined steel cover, lockable 4 Order number

Basic kit B 125, without lock, locks retrofi ttable 06 748 1000

Basic kit D 400, hex locking mechanism 06 748 1001

Basic kit D 400, hexagon socket locking mechanism 06 748 1002

Basic kit D 400, LIC-LOCK locking mechanism 06 748 1003

Basic kit D 400, COLT/TELENET locking mechanism 06 748 1004

Accessories for concrete-lined steel cover, lockable

8 x hex locking mechanisms 50 000 6600

8 x hexagon socket locking mechanisms 50 000 7600

8 x LIC-LOCK locking mechanisms 50 000 8600

8 x COLT/TELENET locking mechanisms 50 000 9600

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 4-piece 70 049 7475E

Concrete-lined steel cover, D 400, 4-piece4 70 049 7470E

Steel frame 70 049 6380E

QualityBox PC EK748
Order numbers

Clear dimensions: 800 x 2200 mm
External dimensions: 960 x 2360 mm
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QualityBox PC EK618 
Industrial manhole

Clear dimensions: 1600 x 1600 mm
External dimensions: 1805 x 1805 mm

Basic kit with concrete-lined steel cover: Clear height: 210 mm

Test classes according to DIN EN 124 400 kN 

Complete cover 1266.0 kg

Cover 633.0 kg

Hot-dip galvanised steel frame 151.5 kg

Top frame (standard height) 79.5 kg

Base plate 19.5 kg

Total weight of basic kit 1516.5 kg 

Overall height of manhole 380 mm 

Basic kit with concrete-lined steel cover,
with cast-iron entrance

Clear height: 210 mm

Test classes according to DIN EN 124 400 kN 

Complete cover 1266.0 kg

Cover 633.0 kg

Hot-dip galvanised steel frame 151.5 kg

Top frame (standard height) 79.5 kg

Base plate 19.5 kg

Total weight of basic kit 1516.5 kg 

Overall height of manhole 380 mm 
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QualityBox PC EK618 
Frame / Vario Module

Clear dimensions: 1600 x 1600 mm
External dimensions: 1805 x 1805 mm

220 mm 70 mm Vario Module

Frame 220 mm Frame 70 mm Vario Module
Art. no.: 06 618 0052E Art. no.: 06 618 0058E Art. no.: 06 618 0350E

8 x Ø 110 CD1600 6 x 160 mm
8 x Ø 110

Weight: 95.0 kg Weight: 33.0 kg

Frame 220 mm overbuild
Art. no.: 06 618 0091E

4 x rectangular / 1 x Ø 110
8 x Ø 110

Weight: 89.0 kg

Frame 220 mm overbuild
Art. no.: 066180087E

4 x rectangular / 1 x Ø 110
4 x rectangular / 1 x Ø 110

Weight: 83.5 kg
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QualityBox PC EK618
Order numbers

Clear dimensions: 1600 x 1600 mm
External dimensions: 1805 x 1805 mm

Basic kit Order number

Basic kit 400 kN, hex locking mechanism 06 618 1077 

For all basic kits

Top frame, height 140 mm 06 618 0083E

Base plate, height 5 mm 06 618 0054E

Manhole with concrete-lined steel cover with cast-iron entrance Order number

Basic kit 400 kN, hex locking mechanism 06 618 1068

For all basic kits

Top frame, height 140 mm 06 618 0083E

Base plate, height 5 mm 06 618 0054E
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QualityBox PC EK518 
Industrial manhole

Clear dimensions: 1165 x 1165 mm
External dimensions: 1360 x 1360 mm

Basic kit with concrete-lined steel cover: Clear height: 210 mm

Test classes according to DIN EN 124 400 kN 

Complete cover 485.0 kg

Cover 243.0 kg

Hot-dip galvanised steel frame 57.0 kg

Top frame (standard height) 25.0 kg

Base plate 9.5 kg

Total weight of basic kit  576.5 kg 

Overall height of manhole 330 mm 
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QualityBox PC EK518 
Frame / Vario Module

Clear dimensions: 1165 x 1165 mm
External dimensions:  1360 x 1360 mm

220 mm 70 mm Vario Module

Frame 220 mm Frame 70 mm Vario Module
Art. no.: 06 5180 052E Art. no.: 06 518 0058E Art. no.: 06 338 0350E

6 x Ø 110 / 2 x Ø 160 CD1165 4 x 160 mm
6 x Ø 110 / 2 x Ø 160

Weight: 22.5 kg Weight: 13.5 kg

Frame 220 mm overbuild
Art. no.: 06 518 0075E

2 x rectangular / 3 x Ø 110
6 x Ø 110 / 2 x Ø 160

Weight: 24.5 kg

Frame 220 mm overbuild
Art. no.: 06 518 0073E

2 x rectangular / 3 x Ø 110
2 x rectangular / 3 x Ø 110

Weight: 26.0 kg
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QualityBox PC EK518
Order numbers

Clear dimensions: 1165 x 1165 mm
External dimensions:  1360 x 1360 mm

Basic kit Order number

Basic kit 125 kN, without lock, retrofi ttable lock 06 518 1021

Basic kit 400 kN, hex locking mechanism 06 518 1001

Basic kit 400 kN, LIC LOCK locking mechanism 06 518 1003

For all basic kits Order number

Top frame, height 140 mm 06 518 0083E

Base plate, height 5 mm 06 518 0054E

Accessories for concrete-lined steel cover, lockable

4 x hex locking mechanisms 50 000 6300

4 x hexagon socket locking mechanisms 50 000 7300

4 x LIC-LOCK locking mechanisms 50 000 8300

4 x COLT/TELENET locking mechanisms 50 000 9300

Sealing plug for locking mechanism, black 70 046 0716
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QualityBox PC EK376
Industrial manhole

Clear dimensions: 1165 x 2000 mm
External dimensions: 1290 x 2190 mm

Basic kit with concrete-lined steel cover: Clear height: 210 mm

Test classes according to DIN EN 124 400 kN 

Complete cover 1047.0 kg

Cover 349.0 kg

Hot-dip galvanised steel frame 67.0 kg

Top frame (standard height) 36.0 kg

Base plate 16.0 kg

Total weight of basic kit 1166.0 kg 

Overall height of manhole 327 mm 
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220 mm Vario Module

Frame 220 mm Vario Module
Art. no.: 06 376 0052E Art. no.: 06 338 0350E

6 x Ø 110 / 2 x Ø 160 CD1165 4 x 160 mm
6 x Ø 110 / 2 x Ø 160

Weight: 74.0 kg

Frame 220 mm overbuild
Art. no.: 06 376 0073E

2 x rectangular / 3 x Ø 110
6 x Ø 110 / 2 x Ø 160

Weight: 76.0 kg

Frame 220 mm overbuild
Art. no.: 06 376 0072E

2 x rectangular / 3 x Ø 110
2 x rectangular / 3 x Ø 110

Weight: 75.5 kg

QualityBox PC EK376
Frame / Vario Module

Clear dimensions: 1165 x 2000 mm
External dimensions: 1290 x 2190 mm
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Basic kit Order number

Basic kit 400 kN, hex locking mechanism 06 376 1004

For all basic kits

Top frame, height 140 mm 06 376 0082E

Base plate, height 5 mm 06 376 0054E

QualityBox PC EK376
Order numbers

Clear dimensions: 1165 x 2000 mm
External dimensions: 1290 x 2190 mm

90



QualityBox PC EK426
Industrial manhole

Clear dimensions: 1600 x 1825 mm
External dimensions: 2035 x 1805 mm

Basic kit with concrete-lined steel cover,
with cast-iron entrance

Clear height: 220 mm

Test classes according to DIN EN 124 400 kN 

Complete cover 1430.0 kg

Cover 811.0 kg

Hot-dip galvanised steel frame 154.0 kg

Top frame (standard height) 64.0 kg

Base plate 20.0 kg

Total weight of basic kit 1668.0 kg 

Overall height of manhole 377 mm 
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220 mm Vario Module

Frame 220 mm Vario Module
Art. no.: 06 426 0052E Art. no.: 06 618 0350E

8 x Ø 110 CD1600 6 x 160 mm
9 x Ø 110

Weight: 104.5 kg

Frame 220 mm overbuild
Art. no.: 06 426 0055E

4 x rectangular 
9 x Ø 110

Weight: 99.0 kg

Frame 220 mm overbuild
Art. no.: 06 426 0057E

4 x rectangular 
4 x rectangular / 1 x Ø 110

Weight: 95.0 kg

QualityBox PC EK426
Frame / Vario Module

Clear dimensions: 1600 x 1825 mm
External dimensions: 2035 x 1805 mm

92



QualityBox PC EK426
Order numbers

Clear dimensions: 1600 x 1825 mm
External dimensions: 2035 x 1805 mm

Manhole with concrete-lined steel cover with cast-iron entrance Order number

Basic kit 400 kN, hex locking mechanism 06 426 1001

For all basic kits

Top frame, height 140 mm 06 426 0082E

Base plate, height 5 mm 06 426 0054E
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QualityBox PC EK888
Industrial manhole

Clear dimensions: 1600 x 2200 mm
External dimensions: 1810 x 2405 mm

Basic kit with concrete-lined steel cover: Clear height: 220 mm

Test classes according to DIN EN 124 400 kN 

Complete cover 412.0 kg

Cover 103.0 kg

Hot-dip galvanised steel frame 233.0 kg

Top frame (standard height) 50.0 kg

Base plate 24.0 kg

Total weight of basic kit 719.0 kg 

Overall height of manhole 415 mm 
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220 mm Vario Module

Frame 220 mm Vario Module
Art. no.: 06 888 0052E Art. no.: 06 618 0350E

CD1600 6 x 160 mm

Weight: 115.5 kg

Frame 220 mm overbuild
Art. no.: 06 888 0096E

Weight: 109.5 kg

Frame 220 mm overbuild
Art. no.: 06 888 0094E

Weight: 108.5 kg

QualityBox PC EK888
Frame / Vario Module

Clear dimensions: 1600 x 2200 mm
External dimensions: 1810 x 2405 mm
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QualityBox PC EK888
Order numbers

Clear dimensions: 1600 x 2200 mm
External dimensions: 1810 x 2405 mm

Basic kit Order number

Basic kit 400 kN, hex locking mechanism 06 888 1004

For all basic kits

Top frame, height 140 mm 06 888 0082E

Base plate, height 5 mm 06 888 0054E
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Polycarbonate manholes
QualityBox PC Compact

DESIGNATION CLEAR DIMENSIONS EXTERNAL DIMEN-
SIONS

PAGE

EK358 | K1 QualityBox PC
Compact

400 x 400 mm 540 x 540 mm 98 - 99

EK358 | K2 QualityBox PC
Compact

400 x 400 mm 540 x 540 mm 100 - 101

EK368 | K1 QualityBox PC
Compact

400 x 650 mm 550 x 790 mm 102 - 103

EK368 | K2 QualityBox PC 
Compact

400 x 650 mm 550 x 790 mm 104 - 105

EK368 | K3 QualityBox PC
Compact

400 x 650 mm 550 x 790 mm 106 - 107

EK368 | K4 QualityBox PC
Compact

400 x 650 mm 550 x 790 mm 108 - 109

EK368 | K5 QualityBox PC
Compact

400 x 650 mm 550 x 790 mm 110 - 111

EK368 | K6 QualityBox PC 
Compact

400 x 650 mm 550 x 790 mm 112 - 113

EK388 | K1 QualityBox PC
Compact

650 x 650 mm 800 x 800 mm 114 - 115

EK388 | K2 QualityBox PC
Compact

650 x 650 mm 800 x 800 mm 116 - 117

EK388 | K3 QualityBox PC
Compact

650 x 650 mm 800 x 800 mm 118 - 119

EK388 | K4 QualityBox PC
Compact

650 x 650 mm 800 x 800 mm 120 - 121

EK628 QualityBox PC
Compact

400 x 1600 mm 550 x 1730 mm 122

97



Compact manhole with paveable steel cover: 
(paveable height 45 mm)

Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover (non-paveable)  55.0 kg  55.0 kg

Hot-dip galvanised steel frame  24.0 kg  24.0 kg

Frame *  26.0 kg  26.0 kg

Base plate  1.5 kg 1.5 kg

Total weight of compact manhole 106.5 kg 106.5 kg 

Overall height of compact manhole 780 mm 780 mm

* Pipe inlets, each front side: 4 x Ø 110 mm
* Pipe inlets, each long side: 4 x Ø 110 mm

Compact manhole with concrete-lined steel cover: Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  49.0 kg  49.0 kg

Hot-dip galvanised steel frame  20.0 kg  20.0 kg

Frame *  26.0 kg  26.0 kg

Base plate  1.5 kg  1.5 kg 

Total weight of compact manhole 96.5 kg 96.5 kg 

Overall height of compact manhole 735 mm 735 mm

QualityBox PC EK358 | Compact K1 Clear dimensions: 400 x 400 mm
External dimensions: 540 x 540 

mm

Compact manhole with cast-iron cover: Clear height: 580 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  29.0 kg  29.0 kg

Hot-dip galvanised steel frame  13.0 kg  13.0 kg

Frame *  26.0 kg  26.0 kg

Base plate  1.5 kg  1.5 kg

Total weight of compact manhole  69.5 kg 69.5 kg 

Overall height of compact manhole 680 mm 680 mm
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Manhole with paveable steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 358 1265

Compact manhole D 400, not locked, locks retrofi ttable 06 358 1266

Accessories for paveable steel cover, lockable

2 x hex locking mechanisms 50 000 6150

2 x hexagon socket locking mechanisms 50 000 6160

2 x LIC-LOCK locking mechanisms 50 000 6170

2 x COLT/TELENET locking mechanisms 50 000 6180

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 1-piece4 70 088 1700E

Steel frame 70 088 1720E

Manhole with concrete-lined steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 358 1216

Compact manhole D 400, hex locking mechanism 06 358 1261

Compact manhole D 400, hex socket locking mechanism 06 358 1262

Compact manhole D 400, LIC-LOCK locking mechanism 06 358 1263

Compact manhole D 400, COLT/TELENET locking mechanism 06 358 1264

Accessories for concrete-lined steel cover, lockable

2 x hex locking mechanisms 50 000 6100

2 x hexagon socket locking mechanisms 50 000 7100

2 x LIC-LOCK locking mechanisms 50 000 8100

2 x COLT/TELENET locking mechanisms 50 000 9100

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 1-piece 70 040 6385E

Concrete-lined steel cover, D 400, 1-piece4 70 040 6380E

Steel frame 70 039 6680E

QualityBox PC EK358 | Compact K1
Order numbers

Clear dimensions: 400 x 400 mm
External dimensions: 540 x 540 mm

Manhole with cast-iron cover, lockable4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 358 1180

Compact manhole D 400, hex locking mechanism 06 358 1257

Compact manhole D 400, hex socket locking mechanism 06 358 1258

Compact manhole D 400, LIC-LOCK locking mechanism 06 358 1259

Compact manhole D 400, COLT/TELENET locking mechanism 06 358 1260

Accessories for cast-iron cover, lockable

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover B 125, 1-piece 70 033 9382E

Cast-iron cover D 400, 1-piece4 70 033 9483E

Steel frame 70 034 5280E
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Compact manhole with paveable steel cover: 
(paveable height 45 mm)

Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover (non-paveable) 55.0 kg  55.0 kg

Hot-dip galvanised steel frame  24.0 kg  24.0 kg

Frame * 26.5 kg  26.5 kg

Base plate  1.5 kg 1.5 kg

Total weight of compact manhole 106.5 kg 106.5 kg 

Overall height of compact manhole  780 mm 780 mm

Compact manhole with concrete-lined steel cover: Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  49.0 kg  49.0 kg

Hot-dip galvanised steel frame 20.0 kg  20.0 kg

Frame *  26.5 kg  26.5 kg

Base plate  1.5 kg  1.5 kg 

Total weight of compact manhole 97.0 kg 97.0 kg 

Overall height of compact manhole 735 mm 735 mm

QualityBox PC EK358 | Compact K2 Clear dimensions: 400 x 400 mm
External dimensions: 540 x 540 mm

Compact manhole with cast-iron cover: Clear height: 580 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  29.0 kg  29.0 kg

Hot-dip galvanised steel frame  13.0 kg  13.0 kg

Frame *  26.5 kg  26.5 kg

Base plate  1.5 kg  1.5 kg

Total weight of compact manhole 70.0 kg 70.0 kg 

Overall height of compact manhole 680 mm  680 mm

* Pipe inlets, each front side: 2 x Ø 160 mm
* Pipe inlets, each long side: 2 x Ø 160 mm
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Manhole with paveable steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 358 1279

Compact manhole D 400, not locked, locks retrofi ttable 06 358 1280

Accessories for paveable steel cover, lockable

2 x hex locking mechanisms 50 000 6150

2 x hexagon socket locking mechanisms 50 000 6160

2 x LIC-LOCK locking mechanisms 50 000 6170

2 x COLT/TELENET locking mechanisms 50 000 6180

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 1-piece4 70 088 1700E

Steel frame 70 088 1720E

Manhole with concrete-lined steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 358 1246

Compact manhole D 400, hex locking mechanism 06 358 1273

Compact manhole D 400, hex socket locking mechanism 06 358 1274

Compact manhole D 400, LIC-LOCK locking mechanism 06 358 1275

Compact manhole D 400, COLT/TELENET locking mechanism 06 358 1276

Accessories for concrete-lined steel cover, lockable

2 x hex locking mechanisms 50 000 6100

2 x hexagon socket locking mechanisms 50 000 7100

2 x LIC-LOCK locking mechanisms 50 000 8100

2 x COLT/TELENET locking mechanisms 50 000 9100

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 1-piece 70 040 6385E

Concrete-lined steel cover, D 400, 1-piece4 70 040 6380E

Steel frame 70 039 6680E

Manhole with cast-iron cover, lockable4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 358 1267

Compact manhole D 400, hex locking mechanism 06 358 1268

Compact manhole D 400, hex socket locking mechanism 06 358 1269

Compact manhole D 400, LIC-LOCK locking mechanism 06 358 1270

Compact manhole D 400, COLT/TELENET locking mechanism 06 358 1271

Accessories for cast-iron cover, lockable

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover B 125, 1-piece 70 033 9382E

Cast-iron cover D 400, 1-piece4 70 033 9483E

Steel frame 70 034 5280E

QualityBox PC EK358 | Compact K2
Order numbers

Clear dimensions: 400 x 400 mm
External dimensions: 540 x 540 mm
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Compact manhole with paveable steel cover: 
(paveable height 45 mm)

Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover (non-paveable)  80.0 kg  80.0 kg

Hot-dip galvanised steel frame  30.5 kg  30.5 kg

Frame *  29.0 kg  29.0 kg

Base plate  2.0 kg  2.0 kg

Total weight of compact manhole 141.5 kg 141.5 kg

Overall height of compact manhole  780 mm  780 mm

Compact manhole with concrete-lined steel cover: Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  74.5 kg  74.5 kg

Hot-dip galvanised steel frame  25.0 kg  25.0 kg

Frame *  29.0 kg  29.0 kg

Base plate  2.0 kg  2.0 kg 

Total weight of compact manhole 130.5 kg 130.5 kg 

Overall height of compact manhole  735 mm  735 mm

Compact manhole with cast-iron cover: Clear height: 579 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  30.0 kg  41.0 kg

Hot-dip galvanised steel frame  16.5 kg  16.5 kg

Frame *  29.0 kg  29.0 kg

Base plate  2.0 kg  2.0 kg

Total weight of compact manhole 77.5 kg 88.5 kg 

Overall height of compact manhole 680 mm 680 mm

QualityBox PC EK368 | Compact K1 Clear dimensions: 400 x 650 mm
External dimensions: 550 x 790 mm

* Pipe inlets, each front side: 4 x Ø 110 mm
* Pipe inlets, each long side: 8 x Ø 110 mm
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QualityBox PC EK368 | Compact K1
Order numbers

Clear dimensions: 400 x 650 mm
External dimensions: 550 x 790 mm

Manhole with paveable steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 368 1180

Compact manhole D 400, not locked, locks retrofi ttable 06 368 1292

Accessories for paveable steel cover, lockable

2 x hex locking mechanisms 50 000 6150

2 x hexagon socket locking mechanisms 50 000 6160

2 x LIC-LOCK locking mechanisms 50 000 6170

2 x COLT/TELENET locking mechanisms 50 000 6180

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 1-piece4 70 088 1800E

Steel frame 70 088 1820E

Manhole with concrete-lined steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 368 1267

Compact manhole D 400, hex locking mechanism 06 368 1364

Compact manhole D 400, hex socket locking mechanism 06 368 1388

Compact manhole D 400, LIC-LOCK locking mechanism 06 368 1172

Compact manhole D 400, COLT/TELENET locking mechanism 06 368 1539

Accessories for concrete-lined steel cover, lockable

2 x hex locking mechanisms 50 000 6100

2 x hexagon socket locking mechanisms 50 000 7100

2 x LIC-LOCK locking mechanisms 50 000 8100

2 x COLT/TELENET locking mechanisms 50 000 9100

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 1-piece 70 046 3050E

Concrete-lined steel cover, D 400, 1-piece4 70 046 3000E

Steel frame 70 039 6880E

Manhole with cast-iron cover, lockable4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 368 1318

Compact manhole D 400, hex locking mechanism 06 368 1328

Compact manhole D 400, hex socket locking mechanism 06 368 1536

Compact manhole D 400, LIC-LOCK locking mechanism 06 368 1537

Compact manhole D 400, COLT/TELENET locking mechanism 06 368 1538

Accessories for cast-iron cover, lockable

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover B 125, 1-piece 70 034 0282E

Cast-iron cover D 400, 1-piece4 70 034 0181E

Steel frame 70 034 5380E
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Compact manhole with paveable steel cover: 
(paveable height 45 mm)

Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover (non-paveable)  80.0 kg  80.0 kg

Hot-dip galvanised steel frame  30.5 kg  30.5 kg

Frame *  29.0 kg  29.0 kg

Base plate  2.0 kg  3.0 kg

Total weight of compact manhole 141.5 kg 141.5 kg

Overall height of compact manhole 780 mm 780 mm

Compact manhole with concrete-lined steel cover: Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  74.5 kg  74.5 kg

Hot-dip galvanised steel frame  25.0 kg  25.0 kg

Frame *  29.0 kg  29.0 kg

Base plate  2.0 kg  2.0 kg

Total weight of compact manhole 130.5 kg 130.5 kg 

Overall height of compact manhole 735 mm 735 mm

Compact manhole with cast-iron cover: Clear height: 579 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  30.0 kg  41.0 kg

Hot-dip galvanised steel frame  16.5 kg  16.5 kg

Frame *  29.0 kg  29.0 kg

Base plate  2.0 kg  2.0 kg

Total weight of compact manhole 77.5 kg 88.5 kg 

Overall height of compact manhole  680 mm  680 mm

QualityBox PC EK368 | Compact K2 Clear dimensions: 400 x 650 mm
External dimensions: 550 x 790 mm

* Pipe inlets, each front side: 2 x Ø 160 mm
* Pipe inlets, each long side: 2 x Ø 160 mm / 4 x Ø 110 mm
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QualityBox PC EK368 | Compact K2
Order numbers

Clear dimensions: 400 x 650 mm
External dimensions: 550 x 790 mm

Manhole with paveable steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 368 1150

Compact manhole D 400, not locked, locks retrofi ttable 06 368 1546

Accessories for paveable steel cover, lockable

2 x hex locking mechanisms 50 000 6150

2 x hexagon socket locking mechanisms 50 000 6160

2 x LIC-LOCK locking mechanisms 50 000 6170

2 x COLT/TELENET locking mechanisms 50 000 6180

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 1-piece4 70 088 1800E

Steel frame 70 088 1820E

Manhole with concrete-lined steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 368 1173

Compact manhole D 400, hex locking mechanism 06 368 1174

Compact manhole D 400, hex socket locking mechanism 06 368 1543

Compact manhole D 400, LIC-LOCK locking mechanism 06 368 1544

Compact manhole D 400, COLT/TELENET locking mechanism 06 368 1545

Accessories for concrete-lined steel cover, lockable

2 x hex locking mechanisms 50 000 6100

2 x hexagon socket locking mechanisms 50 000 7100

2 x LIC-LOCK locking mechanisms 50 000 8100

2 x COLT/TELENET locking mechanisms 50 000 9100

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 1-piece 70 046 3050E

Concrete-lined steel cover, D 400, 1-piece4 70 046 3000E

Steel frame 70 039 6880E

Manhole with cast-iron cover, lockable4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 368 1287

Compact manhole D 400, hex locking mechanism 06 368 1362

Compact manhole D 400, hex socket locking mechanism 06 368 1540

Compact manhole D 400, LIC-LOCK locking mechanism 06 368 1541

Compact manhole D 400, COLT/TELENET locking mechanism 06 368 1542

Accessories for cast-iron cover, lockable

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover B 125, 1-piece 70 034 0282E

Cast-iron cover D 400, 1-piece4 70 034 0181E

Steel frame 70 034 5380E
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Compact manhole with paveable steel cover: 
(paveable height 45 mm)

Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover (non-paveable)  80.0 kg  80.0 kg

Hot-dip galvanised steel frame  30.5 kg  30.5 kg

Frame *  27.0 kg  27.0 kg

Base plate  2.0 kg  2.0 kg

Total weight of compact manhole 139.5 kg 139.5 kg

Overall height of compact manhole  780 mm  780 mm

Compact manhole with concrete-lined steel cover: Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  74.5 kg  74.5 kg

Hot-dip galvanised steel frame  25.0 kg  25.0 kg

Frame *  27.0 kg  27.0 kg

Base plate  2.0 kg  3.0 kg

Total weight of compact manhole 128.5 kg 128.5 kg 

Overall height of compact manhole  735 mm  735 mm

Compact manhole with cast-iron cover: Clear height: 579 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  30.0 kg  41.0 kg

Hot-dip galvanised steel frame  16.5 kg  16.5 kg

Frame *  27.0 kg  27.0 kg

Base plate  2.0 kg  2.0 kg

Total weight of compact manhole 75.5 kg 86.5 kg 

Overall height of compact manhole  680 mm  680 mm

QualityBox PC EK368 | Compact K3 Clear dimensions: 400 x 650 mm
External dimensions: 550 x 790 mm

* Pipe inlets, each front side: 2 x Ø 110 mm / 1 x rectangular
* Pipe inlets, each long side: 8 x Ø 110 mm
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QualityBox PC EK368 | Compact K3 Clear dimensions: 400 x 650 mm
External dimensions: 550 x 790 mm

Manhole with paveable steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 368 1560

Compact manhole D 400, not locked, locks retrofi ttable 06 368 1561

Accessories for paveable steel cover, lockable

2 x hex locking mechanisms 50 000 6150

2 x hexagon socket locking mechanisms 50 000 6160

2 x LIC-LOCK locking mechanisms 50 000 6170

2 x COLT/TELENET locking mechanisms 50 000 6180

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 1-piece4 70 088 1800E

Steel frame 70 088 1820E

Manhole with concrete-lined steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 368 1553

Compact manhole D 400, hex locking mechanism 06 368 1554

Compact manhole D 400, hex socket locking mechanism 06 368 1555

Compact manhole D 400, LIC-LOCK locking mechanism 06 368 1556

Compact manhole D 400, COLT/TELENET locking mechanism 06 368 1557

Accessories for concrete-lined steel cover, lockable

2 x hex locking mechanisms 50 000 6100

2 x hexagon socket locking mechanisms 50 000 7100

2 x LIC-LOCK locking mechanisms 50 000 8100

2 x COLT/TELENET locking mechanisms 50 000 9100

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 1-piece 70 046 3050E

Concrete-lined steel cover, D 400, 1-piece4 70 046 3000E

Steel frame 70 039 6880E

Manhole with cast-iron cover, lockable4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 368 1547

Compact manhole D 400, hex locking mechanism 06 368 1548

Compact manhole D 400, hex socket locking mechanism 06 368 1549

Compact manhole D 400, LIC-LOCK locking mechanism 06 368 1550

Compact manhole D 400, COLT/TELENET locking mechanism 06 368 1551

Accessories for cast-iron cover, lockable

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover B 125, 1-piece 70 034 0282E

Cast-iron cover D 400, 1-piece4 70 034 0181E

Steel frame 70 034 5380E
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Compact manhole with paveable steel cover: 
(paveable height 45 mm)

Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover (non-paveable)  80.0 kg  80.0 kg

Hot-dip galvanised steel frame  30.5 kg  30.5 kg

Frame *  27.0 kg  27.0 kg

Base plate  2.0 kg  2.0 kg

Total weight of compact manhole 139.5 kg 139.5 kg

Overall height of compact manhole  780 mm  780 mm

Compact manhole with concrete-lined steel cover: Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  74.5 kg  74.5 kg

Hot-dip galvanised steel frame  25.0 kg  25.0 kg

Frame *  27.0 kg  27.0 kg

Base plate  2.0 kg  2.0 kg 

Total weight of compact manhole 128.5 kg 128.5 kg 

Overall height of compact manhole 735 mm 735 mm

Compact manhole with cast-iron cover: Clear height: 579 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  30.0 kg  41.0 kg

Hot-dip galvanised steel frame  16.5 kg  16.5 kg

Frame *  27.0 kg  27.0 kg

Base plate  2.0 kg  2.0 kg

Total weight of compact manhole 75.5 kg 86.5 kg 

Overall height of compact manhole 680 mm 680 mm

QualityBox PC EK368 | Compact K4 Clear dimensions: 400 x 650 mm
External dimensions: 550 x 790 mm

* Pipe inlets, each front side: 4 x Ø 110 mm
* Pipe inlets, each long side: 4 x Ø 110 mm / 2 x rectangular
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QualityBox PC EK368 | Compact K4
Order numbers

Clear dimensions: 400 x 650 mm
External dimensions: 550 x 790 mm

Manhole with paveable steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 368 1573

Compact manhole D 400, not locked, locks retrofi ttable 06 368 1574

Accessories for paveable steel cover, lockable

2 x hex locking mechanisms 50 000 6150

2 x hexagon socket locking mechanisms 50 000 6160

2 x LIC-LOCK locking mechanisms 50 000 6170

2 x COLT/TELENET locking mechanisms 50 000 6180

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 1-piece4 70 088 1800E

Steel frame 70 088 1820E

Manhole with concrete-lined steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 368 1568

Compact manhole D 400, hex locking mechanism 06 368 1569

Compact manhole D 400, hex socket locking mechanism 06 368 1570

Compact manhole D 400, LIC-LOCK locking mechanism 06 368 1571

Compact manhole D 400, COLT/TELENET locking mechanism 06 368 1572

Accessories for concrete-lined steel cover, lockable

2 x hex locking mechanisms 50 000 6100

2 x hexagon socket locking mechanisms 50 000 7100

2 x LIC-LOCK locking mechanisms 50 000 8100

2 x COLT/TELENET locking mechanisms 50 000 9100

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 1-piece 70 046 3050E

Concrete-lined steel cover, D 400, 1-piece4 70 046 3000E

Steel frame 70 039 6880E

Manhole with cast-iron cover, lockable4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 368 1562

Compact manhole D 400, hex locking mechanism 06 368 1563

Compact manhole D 400, hex socket locking mechanism 06 368 1564

Compact manhole D 400, LIC-LOCK locking mechanism 06 368 1565

Compact manhole D 400, COLT/TELENET locking mechanism 06 368 1566

Accessories for cast-iron cover, lockable

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover B 125, 1-piece 70 034 0282E

Cast-iron cover D 400, 1-piece4 70 034 0181E

Steel frame 70 034 5380E
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Compact manhole with paveable steel cover: 
(paveable height 45 mm)

Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover (non-paveable)  80.0 kg  80.0 kg

Hot-dip galvanised steel frame 30.5 kg 30.5 kg

Frame *  25.0 kg  25.0 kg

Base plate  2.0 kg  2.0 kg

Total weight of compact manhole 137.5 kg 137.5 kg

Overall height of compact manhole  780 mm  780 mm

Compact manhole with concrete-lined steel cover: Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  74.5 kg  74.5 kg

Hot-dip galvanised steel frame  25.0 kg  25.0 kg

Frame *  25.0 kg  25.0 kg

Base plate  2.0 kg  2.0 kg 

Total weight of compact manhole 126.5 kg 126.5 kg 

Overall height of compact manhole 735 mm 735 mm

Compact manhole with cast-iron cover: Clear height: 579 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  30.0 kg  41.0 kg

Hot-dip galvanised steel frame  16.5 kg  16.5 kg

Frame *  25.0 kg  25.0 kg

Base plate  2.0 kg  2.0 kg

Total weight of compact manhole 73.5 kg 84.5 kg 

Overall height of compact manhole 680 mm 680 mm

QualityBox PC EK368 | Compact K5 Clear dimensions: 400 x 650 mm
External dimensions: 550 x 790 mm

* Pipe inlets, each front side: 2 x Ø 110 mm / 1 x rectangular
* Pipe inlets, each long side: 4 x Ø 110 mm / 2 x rectangular
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QualityBox PC EK368 | Compact K5
Order numbers

Clear dimensions: 400 x 650 mm
External dimensions: 550 x 790 mm

Manhole with paveable steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 368 1589

Compact manhole D 400, not locked, locks retrofi ttable 06 368 1590

Accessories for paveable steel cover, lockable

2 x hex locking mechanisms 50 000 6150

2 x hexagon socket locking mechanisms 50 000 6160

2 x LIC-LOCK locking mechanisms 50 000 6170

2 x COLT/TELENET locking mechanisms 50 000 6180

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 1-piece4 70 088 1800E

Steel frame 70 088 1820E

Manhole with concrete-lined steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 368 1582

Compact manhole D 400, hex locking mechanism 06 368 1583

Compact manhole D 400, hex socket locking mechanism 06 368 1584

Compact manhole D 400, LIC-LOCK locking mechanism 06 368 1585

Compact manhole D 400, COLT/TELENET locking mechanism 06 368 1586

Accessories for concrete-lined steel cover, lockable

2 x hex locking mechanisms 50 000 6100

2 x hexagon socket locking mechanisms 50 000 7100

2 x LIC-LOCK locking mechanisms 50 000 8100

2 x COLT/TELENET locking mechanisms 50 000 9100

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 1-piece 70 046 3050E

Concrete-lined steel cover, D 400, 1-piece4 70 046 3000E

Steel frame 70 039 6880E

Manhole with cast-iron cover, lockable4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 368 1575

Compact manhole D 400, hex locking mechanism 06 368 1576

Compact manhole D 400, hex socket locking mechanism 06 368 1577

Compact manhole D 400, LIC-LOCK locking mechanism 06 368 1578

Compact manhole D 400, COLT/TELENET locking mechanism 06 368 1579

Accessories for cast-iron cover, lockable

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover B 125, 1-piece 70 034 0282E

Cast-iron cover D 400, 1-piece4 70 034 0181E

Steel frame 70 034 5380E

111



Compact manhole with paveable steel cover: 
(paveable height 45 mm)

Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover (non-paveable)  80.0 kg  80.0 kg

Hot-dip galvanised steel frame 30.5 kg 30.5 kg

Frame *  28.0 kg  28.0 kg

Base plate  2.0 kg  2.0 kg

Total weight of compact manhole 140.5 kg 140.5 kg

Overall height of compact manhole 780 mm 780 mm

Compact manhole with concrete-lined steel cover: Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  74.5 kg  74.5 kg

Hot-dip galvanised steel frame  25.0 kg  25.0 kg

Frame *  28.0 kg  28.0 kg

Base plate  2.0 kg  2.0 kg 

Total weight of compact manhole 129.5 kg 129.5 kg 

Overall height of compact manhole 735 mm 735 mm

Compact manhole with cast-iron cover: Clear height: 579 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover  30.0 kg  41.0 kg

Hot-dip galvanised steel frame  16.5 kg  16.5 kg

Frame *  28.0 kg  28.0 kg

Base plate  2.0 kg  2.0 kg

Total weight of compact manhole 76.5 kg 87.5 kg 

Overall height of compact manhole 680 mm 680 mm

QualityBox PC EK368 | Compact K6 Clear dimensions: 400 x 650 mm
External dimensions: 550 x 790 mm

* Pipe inlets, each front side: 2 x Ø 50 mm / 1 x rectangular
* Pipe inlets, each long side: 8 x Ø 110 mm
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QualityBox PC EK368 | Compact K6
Order numbers

Clear dimensions: 400 x 650 mm
External dimensions: 550 x 790 mm

Manhole with paveable steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 368 1605

Compact manhole D 400, not locked, locks retrofi ttable 06 368 1606

Accessories for paveable steel cover, lockable

2 x hex locking mechanisms 50 000 6150

2 x hexagon socket locking mechanisms 50 000 6160

2 x LIC-LOCK locking mechanisms 50 000 6170

2 x COLT/TELENET locking mechanisms 50 000 6180

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 1-piece4 70 088 1800E

Steel frame 70 088 1820E

Manhole with concrete-lined steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 368 1598

Compact manhole D 400, hex locking mechanism 06 368 1599

Compact manhole D 400, hex socket locking mechanism 06 368 1600

Compact manhole D 400, LIC-LOCK locking mechanism 06 368 1601

Compact manhole D 400, COLT/TELENET locking mechanism 06 368 1602

Accessories for concrete-lined steel cover, lockable

2 x hex locking mechanisms 50 000 6100

2 x hexagon socket locking mechanisms 50 000 7100

2 x LIC-LOCK locking mechanisms 50 000 8100

2 x COLT/TELENET locking mechanisms 50 000 9100

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 1-piece 70 046 3050E

Concrete-lined steel cover, D 400, 1-piece4 70 046 3000E

Steel frame 70 039 6880E

Manhole with cast-iron cover, lockable4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 368 1591

Compact manhole D 400, hex locking mechanism 06 368 1592

Compact manhole D 400, hex socket locking mechanism 06 368 1593

Compact manhole D 400, LIC-LOCK locking mechanism 06 368 1594

Compact manhole D 400, COLT/TELENET locking mechanism 06 368 1595

Accessories for cast-iron cover, lockable

1 x hex locking mechanism 50 000 6020

1 x hexagon socket locking mechanism 50 000 6040

1 x LIC-LOCK locking mechanism 50 000 6060

1 x COLT/TELENET locking mechanism 50 000 6080

Sealing plug for locking mechanism, black 70 046 0716

Cast-iron cover B 125, 1-piece 70 034 0282E

Cast-iron cover D 400, 1-piece4 70 034 0181E

Steel frame 70 034 5380E
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Compact manhole with paveable steel cover: 
(paveable height 45 mm)

Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover (non-paveable) 132.0 kg 132.0 kg

Hot-dip galvanised steel frame  37.0 kg  37.0 kg

Frame *  32.0 kg  32.0 kg

Base plate  3.5 kg  3.5 kg

Total weight of compact manhole 204.5 kg 204.5 kg

Overall height of compact manhole 780 mm 780 mm

Compact manhole with concrete-lined steel cover: Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover 125.0 kg 125.0 kg

Hot-dip galvanised steel frame  30.5 kg  30.5 kg

Frame *  32.0 kg  32.0 kg

Base plate  3.5 kg  3.5 kg 

Total weight of compact manhole 191.0 kg 191.0 kg 

Overall height of compact manhole  735 mm  735 mm

QualityBox PC EK388 | Compact K1 Clear dimensions: 650 x 650 mm
External dimensions: 800 x 800 mm

* Pipe inlets, each front side: 8 x Ø 110 mm
* Pipe inlets, each long side: 8 x Ø 110 mm
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Manhole with concrete-lined steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 388 1104

Compact manhole D 400, hex locking mechanism 06 388 1062

Compact manhole D 400, hex socket locking mechanism 06 388 1193

Compact manhole D 400, LIC-LOCK locking mechanism 06 388 1194

Compact manhole D 400, COLT/TELENET locking mechanism 06 388 1195

Accessories for concrete-lined steel cover, lockable

2 x hex locking mechanisms 50 000 6100

2 x hexagon socket locking mechanisms 50 000 7100

2 x LIC-LOCK locking mechanisms 50 000 8100

2 x COLT/TELENET locking mechanisms 50 000 9100

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 1-piece 70 040 4585E

Concrete-lined steel cover, D 400, 1-piece4 70 040 4580E

Steel frame 70 039 7580E

Manhole with paveable steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 388 1197

Compact manhole D 400, not locked, locks retrofi ttable 06 388 1198

Accessories for paveable steel cover, lockable

2 x hex locking mechanisms 50 000 6150

2 x hexagon socket locking mechanisms 50 000 6160

2 x LIC-LOCK locking mechanisms 50 000 6170

2 x COLT/TELENET locking mechanisms 50 000 6180

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 1-piece4 70 088 2500E

Steel frame 70 088 2520E

QualityBox PC EK388 | Compact K1
Order numbers

Clear dimensions: 650 x 650 mm
External dimensions: 800 x 800 mm
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Compact manhole with paveable steel cover: 
(paveable height 45 mm)

Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover (non-paveable) 132.0 kg 132.0 kg

Hot-dip galvanised steel frame  37.0 kg  37.0 kg

Frame *  31.5 kg  31.5 kg

Base plate  3.5 kg  3.5 kg

Total weight of compact manhole 204.0 kg 204.0 kg

Overall height of compact manhole 780 mm 780 mm

Compact manhole with concrete-lined steel cover: Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover 125.0 kg 125.0 kg

Hot-dip galvanised steel frame  30.5 kg  30.5 kg

Frame *  31.5 kg  31.5 kg

Base plate  3.5 kg  3.5 kg 

Total weight of compact manhole 190.5 kg 190.5 kg 

Overall height of compact manhole 735 mm 735 mm

QualityBox PC EK388 | Compact K2 Clear dimensions: 650 x 650 mm
External dimensions: 800 x 800 mm

* Pipe inlets, each front side: 2 x Ø 160 mm / 4 x Ø 110 mm
* Pipe inlets, each long side: 2 x Ø 160 mm / 4 x Ø 110 mm
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Manhole with concrete-lined steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 388 1200

Compact manhole D 400, hex locking mechanism 06 388 1201

Compact manhole D 400, hex socket locking mechanism 06 388 1202 

Compact manhole D 400, LIC-LOCK locking mechanism 06 388 1203

Compact manhole D 400, COLT/TELENET locking mechanism 06 388 1204

Accessories for concrete-lined steel cover, lockable

2 x hex locking mechanisms 50 000 6100

2 x hexagon socket locking mechanisms 50 000 7100

2 x LIC-LOCK locking mechanisms 50 000 8100

2 x COLT/TELENET locking mechanisms 50 000 9100

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 1-piece 70 040 4585E

Concrete-lined steel cover, D 400, 1-piece4 70 040 4580E

Steel frame 70 039 7580E

Manhole with paveable steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 388 1207

Compact manhole D 400, not locked, locks retrofi ttable 06 388 1208

Accessories for paveable steel cover, lockable

2 x hex locking mechanisms 50 000 6150

2 x hexagon socket locking mechanisms 50 000 6160

2 x LIC-LOCK locking mechanisms 50 000 6170

2 x COLT/TELENET locking mechanisms 50 000 6180

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 1-piece4 70 088 2500E

Steel frame 70 088 2520E

QualityBox PC EK388 | Compact K2
Order numbers

Clear dimensions: 650 x 650 mm
External dimensions: 800 x 800 mm
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Compact manhole with paveable steel cover: 
(paveable height 45 mm)

Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover (non-paveable) 132.0 kg 132.0 kg

Hot-dip galvanised steel frame  37.0 kg  37.0 kg

Frame *  30.0 kg  30.0 kg

Base plate 3.5 kg 3.5 kg

Total weight of compact manhole 202.5 kg 202.5 kg

Overall height of compact manhole 780 mm 780 mm

Compact manhole with concrete-lined steel cover: Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover 125.0 kg 125.0 kg

Hot-dip galvanised steel frame  30.5 kg  30.5 kg

Frame *  30.0 kg  30.0 kg

Base plate  3.5 kg  3.5 kg 

Total weight of compact manhole 189.0 kg 189.0 kg 

Overall height of compact manhole 735 mm 735 mm

QualityBox PC EK388 | Compact K3 Clear dimensions: 650 x 650 mm
External dimensions: 800 x 800 mm

* Pipe inlets, each front side: 4 x Ø 110 mm / 2 x rectangular
* Pipe inlets, each long side: 8 x Ø 110 mm
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Manhole with concrete-lined steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 388 1184

Compact manhole D 400, hex locking mechanism 06 388 1185 

Compact manhole D 400, hex socket locking mechanism 06 388 1186

Compact manhole D 400, LIC-LOCK locking mechanism 06 388 1187

Compact manhole D 400, COLT/TELENET locking mechanism 06 388 1188

Accessories for concrete-lined steel cover, lockable

2 x hex locking mechanisms 50 000 6100

2 x hexagon socket locking mechanisms 50 000 7100

2 x LIC-LOCK locking mechanisms 50 000 8100

2 x COLT/TELENET locking mechanisms 50 000 9100

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 1-piece 70 040 4585E

Concrete-lined steel cover, D 400, 1-piece4 70 040 4580E

Steel frame 70 039 7580E

Manhole with paveable steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 388 1191

Compact manhole D 400, not locked, locks retrofi ttable 06 388 1192

Accessories for paveable steel cover, lockable

2 x hex locking mechanisms 50 000 6150

2 x hexagon socket locking mechanisms 50 000 6160

2 x LIC-LOCK locking mechanisms 50 000 6170

2 x COLT/TELENET locking mechanisms 50 000 6180

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 1-piece4 70 088 2500E

Steel frame 70 088 2520E

QualityBox PC EK388 | Compact K3
Order numbers

Clear dimensions: 650 x 650 mm
External dimensions: 800 x 800 mm
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Compact manhole with paveable steel cover: 
(paveable height 45 mm)

Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover (non-paveable) 132.0 kg 132.0 kg

Hot-dip galvanised steel frame  37.0 kg  37.0 kg

Frame *  28.0 kg  28.0 kg

Base plate  3.5 kg  3.5 kg

Total weight of compact manhole 200.5 kg 200.5 kg

Overall height of compact manhole 780 mm 780 mm

Compact manhole with concrete-lined steel cover: Clear height: 630 mm

Test classes according to DIN EN 124 B 125 2 D 400 3

Cover 125.0 kg 125.0 kg

Hot-dip galvanised steel frame  30.5 kg  30.5 kg

Frame *  28.0 kg  28.0 kg

Base plate  3.5 kg  3.5 kg 

Total weight of compact manhole 187.0 kg 187.0 kg 

Overall height of compact manhole  735 mm  735 mm

QualityBox PC EK388 | Compact K4 Clear dimensions: 650 x 650 mm
External dimensions: 800 x 800 mm

* Pipe inlets, each front side: 4 x Ø 110 mm / 2 x rectangular
* Pipe inlets, each long side: 4 x Ø 110 mm / 2 x rectangular
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Manhole with concrete-lined steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 388 1175

Compact manhole D 400, hex locking mechanism 06 388 1176

Compact manhole D 400, hex socket locking mechanism 06 388 1177

Compact manhole D 400, LIC-LOCK locking mechanism 06 388 1178

Compact manhole D 400, COLT/TELENET locking mechanism 06 388 1179

Accessories for concrete-lined steel cover, lockable

2 x hex locking mechanisms 50 000 6100

2 x hexagon socket locking mechanisms 50 000 7100

2 x LIC-LOCK locking mechanisms 50 000 8100

2 x COLT/TELENET locking mechanisms 50 000 9100

Sealing plug for locking mechanism, black 70 046 0716

Concrete-lined steel cover, B 125, 1-piece 70 040 4585E

Concrete-lined steel cover, D 400, 1-piece4 70 040 4580E

Steel frame 70 039 7580E

Manhole with paveable steel cover, lockable 4 Order number

Compact manhole B 125, not locked, locks retrofi ttable 06 388 1182

Compact manhole D 400, not locked, locks retrofi ttable 06 388 1183

Accessories for paveable steel cover, lockable

2 x hex locking mechanisms 50 000 6150

2 x hexagon socket locking mechanisms 50 000 6160

2 x LIC-LOCK locking mechanisms 50 000 6170

2 x COLT/TELENET locking mechanisms 50 000 6180

Sealing plug for locking mechanism, black 70 046 0716

Paveable steel cover, D 400, 1-piece4 70 088 2500E

Steel frame 70 088 2520E

QualityBox PC EK388 | Compact K4
Order numbers

Clear dimensions: 650 x 650 mm
External dimensions: 800 x 800 mm
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QualityBox PC EK628 | Compact Clear dimensions: 400 x 1600 mm
External dimensions: 550 x 1730 mm

PC manhole with concrete-lined steel cover: Clear height: 720 mm

Test classes according to DIN EN 124 D400 3

Complete cover 173.0 kg

Cover 86.5 kg

Hot-dip galvanised steel frame  50.0 kg

Manhole body  64.5 kg

Total weight of PC manhole 287.5 kg 

Overall height of manhole 810 mm

Technical data

Usable installation height 700 mm

Pipe cover Max. 730 mm

Installation Suitable for new and existing routes

Height adjustment None

Manhole with concrete-lined steel cover, lockable 4 Order number
Complete manhole with D400, hex locking mechanism 06 628 7500 

Order number
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Accessories – Frame QUALITYBOX PC

Order number Product

ADAPTER PLATES FOR CABLE ENTRY

▪ Suitable for rectangular openings
▪ Option to connect a variety of pipes

with an external diameter of 40 to 125 mm
▪ Fixings included

CLOSING PLATES

▪ Unused rectangular openings are closed with closing plates
▪ Can be individually cut out on site
▪ Fixings included

Split adapter plates,
each with choice of 2 openings

Ø 110 mm 06 568 0235E

Adapter plate,
with 2 fl exible predetermined breaking points

Ø 40–125 mm 06 568 0008

Split adapter plates,
each with 2 fl exible predetermined breaking points

Ø 40–125 mm 06 568 0009

Split adapter plates,
each with a choice of 2 openings

Ø 110 mm 06 358 0081

Split adapter plates,
each with choice of 3 openings

Ø 50 mm 06 568 0026

Split adapter plate, 
each with 2 possible openings

Ø 132 mm 06 568 0385E

Closing plate for rectangular opening   
(130 x 236 mm)

06 568 0194E

Closing plate Ø 110 mm for small manhole EK337  
with cut-out pipe inlets

Ø 90 mm, 75 mm, 
63 mm, 50 mm and 
4 x 30 mm

06 337 0002

Closing plate for rectangular opening 
(118 x 111 mm)

06 358 0093E

Adapter plate, 
with predetermined breaking points for rectangular 
opening

Ø 125 mm 06 328 0008E

Split adapter plates,
each with 2 openings
▪ only suitable for frame EK268, height 350 mm

and frame EK278, height 350 mm

Ø 50 mm
Ø 125 mm

06 268 0501

Split adapter plates,
each with a choice of 2 openings
▪ only suitable for frame EK268, height 350 mm

and frame EK278, height 350 mm

Ø 110 mm 06 268 0080
With 4 adapter plates
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Accessories – Frame QUALITYBOX PC

Order number Product

ADAPTERS

▪ For openings Ø 110 mm
▪ For insertion of cables or pipes 

With Ø 63 mm 06 568 0211

With Ø 50 mm 06 568 0210

MICRO-DUCT PIPE ADAPTER

for opening Ø 110 mm | with 3 pipe inlets or micro-duct pipe bundle/cables 
up to Ø 50 mm 

06 568 0377

PROTECTIVE PIPE SEAL EK186

▪ For insertion of cables or narrow pipes 
▪ Special egg-crate foam insert to seal against ground
▪ Hinged, can also be used with existing cables or manholes

For opening Ø 50 mm 08 186 0050 -

For opening Ø 110 mm 08 186 3110 -

For opening Ø 160 mm 08 186 0160 -

STEPPED GROMMETS

▪ To allow connection of different pipe sizes

For 110 mm diameter opening 
▪ Allows connection of pipes with external diameter: 100, 90 mm

06 268 0073

For 110 mm diameter opening 
▪ Allows connection of pipes with external diameter: 90, 75, 63, 50, and 40 

mm (4 or 6x included in basic kit)
06 268 0008

For openings Ø 160 mm
▪ Allows connection of pipes with external diameter: 140, 125 and 110 mm

06 268 0036

MOULDED TRANSITION PIECES (reducers) 

▪ To reduce pipe inlets

Reducer for opening Ø 110 mm | suitable for pipes with Ø 125 mm 06 568 0246

Reducer for opening Ø 110 mm | suitable for pipes with Ø 160 mm 06 568 0245

Reducer for opening Ø 50 mm | reduced to Ø 40 mm, split 06 568 0024

VARIO MODULE - Predetermined breaking points

CD 550 2 x Ø 160 mm 06 278 0351E

CD 800 3 x Ø 160 mm 06 328 0350E

CD 1165 4 x Ø 160 mm 06 338 0350E

CD 1400 5 x Ø 160 mm 06 578 0350E

CD 1600 6 x Ø 160 mm 06 618 0350E
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Accessories – General QUALITYBOX PC

Order number Product

LIFTING HOOK FOR MANHOLE COVER

Lifting hooks, set (2x) 06 358 0094E

Lifting hooks, set (2x), 700 mm long 06 568 0311E

Lifting hooks, set (2x), 850 mm long 06 568 0312E

Transport hook – set with 4 hooks for lifting manholes with a clear dimension 
from 1400 - 2200 (up to 1600 kg / manhole)

70 087 6000

Transport hook – set with 4 hooks

for lifting manholes up to a clear dimension of 1165 (up to 1000 kg / manhole)
70 087 6010

HEIGHT ADJUSTMENT KIT

▪ Continuous height and angle adjustment between 
the top frame and steel frame

▪ Optimal fi t of the upper edge of the manhole to the surface of the ground.

Height adjustment kit for manholes with steel frame
Height and angle adjustment up to max. +50 mm
Consisting of:
▪  4 threaded spindles with hexagon socket

06 358 0060E

Hexagon screwdriver with T-handle for hexagon socket grub screw 
to activate the height adjustment, special chromium-vanadium steel, AF 5 x 
350 mm

70 085 9700
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Accessories – General QUALITYBOX PC

Order number Product

CABLE PLATE

▪ For installation on the interior wall of the manhole
▪ Includes installation accessories

Cable plate for minimum bend radius of 300 mm (manholes with clear dimensions 
of 1,400–2,200 mm)
▪ Mounted on the manhole wall with self-tapping screws FH 6.3 x 32 mm 

DIN ISO 7049 and fl ange sleeves

06 568 0216E

Cable plate for minimum bend radius of 375 mm (manholes with clear dimensions 
of 1165–2,200 mm)
▪ Mounted on the manhole wall with self-tapping screws FH 6.3 x 32 mm 

DIN ISO 7049 and fl ange sleeves

06 568 0215E

Cable plate for minimum bend radius of 330 mm (manholes with clear dimension 
of 1,165 mm)
▪ Powder-coated steel wire 

with 4x F8 x 22/7981 fastening screws and hook-and-loop fastener strips

70 065 0410

Cable plate for minimum bend radius of 300 mm (manholes with clear dimension 
of 1,165 mm)
• Hot-dip galvanised steel plate
•  With 4 F6.3 x 22/7981 fastening screws

06 568 0223

Cable plate for minimum bend radius of 420 mm
▪ Powder-coated steel wire 

with 4x F8 x 22/7981 fastening screws and hook-and-loop fastener strips
70 064 3410

CUSTOMER-SPECIFIC COMPANY LOGO 

Covers can be equipped with a customised company logo.
▪ 80 x 40 mm
▪ Cast bronze: for cast and chequered stud plate covers
▪ Aluminium: for concrete covers
▪ or 2K plastic logo

50 000 2500

Flat-rate cost for initial manufacture of company logo
(scale fi nal artwork and mould) based on supplied template

50 000 2100 -

FIBRE ENCLOSURE SUPPORTS/FIBRE ENCLOSURE BRACKETS

▪ For installation on interior wall of manhole,
e.g. to support optical fi bre enclosure 

▪ Includes installation accessories

Fibre enclosure support, set (2x) 
With self-tapping screws FH 6.3 x 32 mm DIN ISO 7049 and fl ange sleeves

06 568 0217E    

Fibre enclosure support 70 033 8200E

Swivel fi bre enclosure bracket;
- for manholes with a clear dimension of 1400 mm 
(other brackets/manhole sizes available on request)
Stainless steel, factory installed

70 062 3600

Extended box
for the protected storage of cables and optical fi bres
700 x 700 x 150 mm

70 087 9761 
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Accessories – General QUALITYBOX PC

Order number Product

RETROFIT KIT

| For the retroactive connection of the steel frame and top frame

Retrofi t kit, steel frame / top frame connection – height-adjustable, internal
▪ 2 x frame anchors and serrated screws (hole necessary)

06 568 0314E 

Retrofi t kit, steel frame / top frame connection – height-adjustable
▪ 4 x fastening brackets (with slotted hole) and self-tapping screws

06 568 0275E

MANHOLE LADDER SYSTEM 

Consisting of:
▪ Glass-reinforced plastic manhole ladder 

with 5 rungs, clear dimensions 300, length approx. 1.4 m
▪ Wall brackets (2x) 
▪ With retractable access aid
Suitable for manhole depths of: 1.5–1.9 m  |  other lengths available on request

06 568 0282

HOLE PLUGS FOR LEVERING HOLES  

Hole plugs for levering holes in manhole cover
(1 set = 4x) per cover

06 358 0095

SQUARE HOLE PLUG FOR CAST-IRON COVER 

for lockable manholes EK338 and EK478
Size: 50 x 30 x 3 mm
Supply unit: 16x

 06 568 0219

SEALING PLUG FOR LOCKING MECHANISMS 

▪ For closing and protecting locking mechanisms
▪ Secure fi t, easy installation
▪ Material: PE-LD

Sealing plug for locking mechanism 
for concrete-lined and paveable cast-iron covers Ø 40 mm 
Without collar, black

70 046 0716

STRAIN RELIEF

for the strain relief of grounding cables etc. for CD = 800 mm
for the strain relief of grounding cables etc. for CD = 550 mm

70 064 1259E
70 064 1459E
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Accessories – General QUALITYBOX PC

Order number Product

LOCKING MECHANISMS  |  OVERVIEW 

▪ For manhole covers
▪ Four different bolt heads available
▪ Material: stainless steel

Head style hex Order number 
See manhole type

Head style hex socket Order number 
See manhole type

Head style LIC-LOCK Order number 
See manhole type

Head style COLT/TELENET/ OTC Order number 
See manhole type

TOOLS FOR ATTACHMENT OF THE MANHOLE COVER  |  for the locking mechanism

Tool for COLT/TELENET/OTC head style,
material: cast steel

70 046 5200

Tool for LIC-LOCK head style,
material: cast steel

70 046 5202

Tool for COLT/TELENET/OTC head style,
for use with size 19 spanner, 
material: stainless steel

70 054 1100

Tool for LIC-LOCK head style,
for use with size 17 spanner,  
material: stainless steel

70 034 9710

Offset screwdriver AF 14 and AF 12 for hex socket head style 70 053 1103

Tool for hexagonal head style,
Socket spanner set AF 24 with 75 mm extension

06 568 0280

Offset screwdriver AF 14 for hex socket head style 06 568 0281

TOOLS FOR DISASSEMBLY 

Tool for knocking out double rivets 70 049 7800

Tool for knocking out plastic double rivets 
Supply unit: 10x

06 568 0931/ 10
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2009
German Materials Effi ciency Prize 

“From vehicle
roof to manhole”

2012
Intertraffi c Innovation Award 
“Charging at the light pole”

2019
Inno4wood Innovation Award

2021
Top Employer German SMEs 2021

2010
Environmental Prize

“From vehicle roof to manhole”

2013
WPC Innovation Award

“Product Development & Product 
Design” category

2011
Bavarian Founders Award,

“Succession” category

2015
In the Top 3 – GreenTec Awards,

“Recycling & Resources” category

2022
F.A.Z. Institute

Awards 
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Langmatz GmbH

Am Gschwend 10
82467 Garmisch-Partenkirchen
Germany

Phone: +49 8821/ 920-0
Fax: +49 8821/ 920-159

Email: info@langmatz.de

 Radio ripple control
receivers

 Polycarbonate 
manholes

Underground 
distribution systems

 FTTx solutions for 
optical fi bre networks

 Outdoor cabinets and 
outdoor pedestals

Building cable &
pipe entry systems

Fuse boxes  Pedestrian signal 
requesting devices

We will gladly send you further detailed product
information for your planning.

Please contact your local Langmatz representative or our head offi ce. 
Data sheets and other information can be found on our website:

www.langmatz.de

www.langmatz.de


